
0DS Static double acting seals 

Info : 
The static seals 0DS can replace O-ring and O-ring 
with one or two back-up rings. 
They have however their own housing dimensions, 
which are not necessarily the same as the normalised 
housing of O-ring with back-up ring. 
The elasticity of the 0DS permits mountings in 
housings which are slightly different than prescribed. 
Please contact us in these cases. 

Please contact us for applications approaching 
maximum values. 

 Operating conditions 
Pressure ≤ 50 MPa 
Temperature -30 to 80°C 

 Materials 
Polyurethane PU10, PU09 

 Assembly 
Replaces O-rings with 1 or 2 back-up rings 

 Advantages 
Good extrusion resistance 
Long service life 
Safety in comparison with O-rings and back-up rings 
No twisting in the groove 
Many applications possible 

0DS seal has been developed to be used as a valid 
alternative for O-ring, O-ring with one or two back-up 
rings. 0DS are used for heavy duty applications to avoid 
the extrusion and damage which normally occur in the 
presence of large gaps or high pressure. 
It is a static (preferable) seal energised by pressure and 
can work as a single or double acting sealing element. 
The radial sealing forces, which guarantee good sealing 
performance, increase when the pressure rises. 
Thanks to its elasticity, it can be installed very easily in a 
short time and without any auxiliaries. 
The material used to produce this seal is a polyurethane 
compound that ensures excellent properties on wear- 
resistance, extended service life and resistance against 
extrusion.  
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Pressure (MPa) 5 10 20 30 40 50 

e max (mm) 0,6 0,4 0,2 0,12 0,08 0,05 

Q P L r1 Reference Q P L r1 Reference 

9 5,9 2,6 0,3 0DS-9 34 28,4 5,3 0,3 0DS-34-1 
31,1 3,6 0,3 0DS-34 

10 7,6 3,6 0,3 0DS-10 
35 26,6 6,5 0,3 0DS-35-3 

12 9,6 3,6 0,3 0DS-12-1 28,8 4,8 0,3 0DS-35-2 
30,4 5 0,3 0DS-35 

13 8,5 3,6 0,3 0DS-13-1 30,5 3,6 0,3 0DS-35-1 
10,2 2,6 0,3 0DS-13 

35,5 30,9 4,9 0,3 0DS-35.5 
14 10,9 2,6 0,3 0DS-14 30,9 5 0,3 0DS-35.5 

18 12 6 0,3 0DS-18-1 36 32 6,2 0,3 0DS-36 
15,6 3,6 0,3 0DS-18 

37 30,8 4,8 0,3 0DS-37 
19 14,5 3,6 0,3 0DS-19-4 

15,6 3,4 0,3 0DS-19-3 38 31,8 4,8 0,3 0DS-38-2 
16,6 2,6 0,3 0DS-19-2 32,4 5,3 0,3 0DS-38-1 

20 15,5 3,6 0,3 0DS-20 38,6 34 4 0,3 0DS-38.6 
16 3,2 0,3 0DS-20-4 

16,6 3,6 0,3 0DS-20-1 40 33,8 4,8 0,3 0DS-40-3 
16,6 4,4 0,3 0DS-20-3 35,2 5,4 0,3 0DS-40 
17,6 3,6 0,3 0DS-20-2 35,4 5,4 0,3 0DS-40-1 

35,5 3,6 0,3 0DS-40-2 
21 17,6 4,4 0,3 0DS-21 

42 36,4 4,8 0,3 0DS-42 
22 17,5 3,6 0,3 0DS-22 

17,5 3,6 0,3 0DS-22 45 40 5,4 0,3 0DS-45-1 
19,4 3,8 0,3 0DS-22-2 
19,6 3,6 0,3 0DS-22-1 48 43 3,6 0,3 0DS-48 

22,5 19,9 3,5 0,3 0DS-22.5-1 49 44,5 3,6 0,3 0DS-49 

23 19,6 4,4 0,3 0DS-23 50 43,8 4,8 0,3 0DS-50-6 
20,6 3,6 0,3 0DS-23-1 43,8 5,6 0,3 0DS-50-5 

44,6 6,2 0,3 0DS-50-1 
25 20,5 3,6 0,3 0DS-25 45,4 5,4 0,3 0DS-50-3 

47,5 3,6 0,3 0DS-50-4 
26 22 4,4 0,3 0DS-26 

23,1 3,5 0,3 0DS-26-1 50,5 45,5 4,2 0,3 0DS-50-7 

28 23,8 5,3 0,3 0DS-28 51 46,5 3,6 0,3 0DS-51 

28,6 25,6 3,6 0,3 0DS-28.6 54 47,8 4,8 0,3 0DS-54 

29 24,5 3,6 0,3 0DS-29 55 49,6 6,2 0,3 0DS-55-2 
49,9 5,3 0,3 0DS-55-1 

30 25,1 4,4 0,3 0DS-30-2 51 3,6 0,3 0DS-55 
25,4 5,4 0,3 0DS-30 

57 52,2 4,1 0,3 0DS-57 
31 26,4 4,9 0,3 0DS-31 

60 53,8 4,8 0,3 0DS-60-2 
32 27,4 5,4 0,3 0DS-32 54,4 5,8 0,3 0DS-60 

27,5 3,6 0,3 0DS-32-1 54,6 6,2 0,3 0DS-60-1
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Q P L r1 Reference Q P L r1 Reference Q P L r1 Reference 

61 54,8 4,8 0,3 0DS-61 100 90,6 7,1 0,3 0DS-100-6 180 168,4 12,3 0,6 0DS-180 
90,8 9,7 0,3 0DS-100-5 171,6 8,6 0,3 0DS-180-1 

62 55,8 4,8 0,3 0DS-62 91,4 9 0,3 0DS-100-2 
91,6 8,6 0,3 0DS-100-4 190 178,4 12,3 0,6 0DS-190 

63 56,6 6,4 0,3 0DS-63-1 93,8 6,9 0,3 0DS-100-3 
57,4 4,8 0,3 0DS-63 94,3 5,3 0,3 0DS-100 191 185 6 0,3 0DS-191 
57,6 6,2 0,3 0DS-63-3 
58,4 5,4 0,3 0DS-63-4 101 96 5 0,3 0DS-101 195 185,8 9,8 0,3 0DS-195-1 

64 57,8 4,8 0,3 0DS-64 102 92,6 9 0,3 0DS-102-1 200 188,4 12,3 0,6 0DS-200 
191,6 8,6 0,3 0DS-200-1 

65 58,8 4,8 0,3 0DS-65-3 105 96,4 9 0,3 0DS-105 
59,4 5 0,3 0DS-65 225 213 10,9 0,6 0DS-225 
59,6 6,2 0,3 0DS-65-2 110 101,4 9 0,3 0DS-110 

60 5 0,3 0DS-65-1 104,5 4,5 0,3 0DS-110-1 241 234 9 0,3 0DS-241 

70 61,3 8,7 0,3 0DS-70-4 113 108,5 3,6 0,3 0DS-113 250 238,4 12,3 0,6 0DS-250 
63,8 4,8 0,3 0DS-70-3 
64,6 6,2 0,3 0DS-70-1 115 106,6 8,6 0,3 0DS-115 270 258,4 12,3 0,6 0DS-270 

65 5 0,3 0DS-70 107 6,5 0,3 0DS-115-1 
272 262 9,5 0,6 0DS-272 

72 66,4 5 0,3 0DS-72 120 110,6 9 0,6 0DS-120-1 
113 6 0,3 0DS-120 303 293 9,5 0,6 0DS-303 

73 68,5 3,6 0,3 0DS-73 
120,25 115,5 4,2 0,3 0DS-120.25 

75 69,4 5,3 0,3 0DS-75 
69,6 6,2 0,3 0DS-75-4 124 117,8 4,8 0,3 0DS-124 

78 73 5 0,3 0DS-78 125 115,8 9,7 0,6 0DS-125 
116,4 9 0,3 0DS-125-1 

80 73,6 6,4 0,3 0DS-80-1 
73,8 4,8 0,3 0DS-80-7 140 128,4 12,3 0,6 0DS-140 
73,8 6,9 0,3 0DS-80-3 131,6 8,6 0,3 0DS-140-1 
74,4 5,3 0,3 0DS-80 
75,4 5,4 0,3 0DS-80-5 140,3 134 5,5 0,3 0DS-140.3 

76 3,6 0,3 0DS-80-4 
143 130,8 9,7 0,6 0DS-143 

85 78,6 6,4 0,3 0DS-85-1 
79,4 5,3 0,3 0DS-85 150 138,4 12,3 0,6 0DS-150 

140,8 9,7 0,6 0DS-150-2 
89 82,8 4,8 0,3 0DS-89 141,6 8,5 0,3 0DS-150-1 

90 80,6 7,1 0,3 0DS-90-3 151 145 6 0,3 0DS-151 
81,4 9 0,3 0DS-90-2 

83 6,5 0,3 0DS-90-1 160 148,4 12,3 0,6 0DS-160 
84,4 4,8 0,3 0DS-90 

165 156,6 8,6 0,3 0DS-165-1 
94 89,5 3,8 0,3 0DS-94 

170 158,4 12,3 0,6 0DS-170 
95 89,4 6,2 0,3 0DS-95 

171 165 6 0,3 0DS-171 
97 91,4 4,8 0,3 0DS-97 

175 165,8 9,8 0,3 0DS-175-3 
99 92,8 4,8 0,3 0DS-99 166,4 8,1 0,3 0DS-175-2 
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M N L r1 Reference M N L r1 Reference 

8 12,5 3,6 0,3 0DS-13-1 52 58,2 4,8 0,3 0DS-60-2 

11 14,1 2,6 0,3 0DS-14 54 60,2 4,8 0,3 0DS-61 

12 16,6 3,1 0,3 0DS-12-INT 56 62,2 4,8 0,3 0DS-62 

14 18 5,8 0,3 0DS-14-INT 57 63,2 4,8 0,3 0DS-64 
18,5 3,6 0,3 0DS-19-4 59 65,2 4,8 0,3 0DS-65-3 

15 19,5 3,6 0,3 0DS-20 64 70,2 4,8 0,3 0DS-70-3 

16 20 5,8 0,3 0DS-16-INT 68 72,5 3,6 0,3 0DS-73 

17 21,5 3,6 0,3 0DS-22 70 74,6 3,8 0,3 0DS-70-2-INT 

20 24 4,8 0,3 0DS-20-INT 72 76,6 4,8 0,3 0DS-72-1-INT 
24,5 3,6 0,3 0DS-25 

73 79,2 4,8 0,3 0DS-80-7 
24 28,5 3,6 0,3 0DS-29 

80 89,4 7,1 0,3 0DS-90-3 
26,6 35 6,5 0,3 0DS-35-3 

82 88,2 4,8 0,3 0DS-89 
28 31,5 3,6 0,3 0DS-32-1 

34,2 4,8 0,3 0DS-35-2 90 99,4 7,1 0,3 0DS-100-6 

30 34,5 3,6 0,3 0DS-35-1 92 98,2 4,8 0,3 0DS-99 
36,2 4,8 0,3 0DS-37 101,4 9 0,3 0DS-102-1 

31 37,2 4,8 0,3 0DS-38-2 101,4 110 9 0,3 0DS-110 

33 39,2 4,8 0,3 0DS-40-3 108 112,5 3,6 0,3 0DS-113 

35 39,5 3,6 0,3 0DS-40-2 110 119,4 9 0,6 0DS-120-1 

36 32 6,2 0,3 0DS-32-INT 117 123,2 4,8 0,3 0DS-124 

38 42,8 6,8 0,3 0DS-38-INT 130 142,2 9,7 0,6 0DS-143 

41 45,6 4 0,3 0DS-41-INT 145 151 6 0,3 0DS-151 

43 49,2 4,8 0,3 0DS-50-6 165 171 6 0,3 0DS-171 

44 48,5 3,6 0,3 0DS-49 185 191 6 0,3 0DS-191 

46 50,5 3,6 0,3 0DS-51 233 240 9 0,3 0DS-241 

48 54,2 4,8 0,3 0DS-54 262 272 9,5 0,6 0DS-272 

Please contact us for applications approaching 
maximum values. 
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