
Please contact us for applications approaching 
maximum values. 

0FC seals for fittings according to DIN 3869, are 
available on stock in NBR, FKM. 
On request, we can produce them in EPDM or FFKM. 
NBR seals are black, FKM ones are green and EPDM 
ones are purple. 

 Operating conditions 
Pressure ≤ 50 MPa 
Temperature 

NBR -30°C to 100°C
FPM -20°C to 200°C

 Materials 
NBR NBR 85 Sh A 
FPM FPM 85 Sh A 

 Assembly 
With connectors : see drawing on this page 

 Advantages 
Minimal mechanical deformation of the cross-section 
and minimal deformation under pressure 
No twisting in the groove 
Allows a lot of applications because of the variety in 
materials 
Long service life 
Captive mounting 

NBR 

metric BSP d D H E Reference 

M 8x1 - 6,5 9,9 1 0,5 0FC-08 
M 10x1 1/8 8,4 11,9 1 0,5 0FC-10 

M 12x1,5 - 9,8 14,4 1,5 0,8 0FC-12 

M 14x1,5 1/4 11,6 16,5 1,5 0,8 0FC-14 
M 16x1,5 - 13,8 18,9 1,5 0,8 0FC-16 

- 3/8 14,7 18,9 1,5 0,8 0FC-17 

M 18x1,5 - 15,7 20,9 1,5 0,8 0FC-18 
M 20x1,5 - 17,8 22,9 1,5 0,8 0FC-20 

- 1/2 18,5 23,9 1,5 0,8 0FC-21 

M 22x1,5 - 19,6 24,3 1,5 0,8 0FC-22 
M 24x1,5 5/8 21,8 25,9 1,5 0,8 0FC-24 

M 26x1,5 - M 27x2 3/4 23,9 29,2 1,5 0,8 0FC-27 

M 33x2 1 29,7 35,7 2 1 0FC-33 
M 42x2 1-1/4 38,8 45,8 2 1 0FC-42 
M 48x2 1-1/2 44,7 50,7 2 1 0FC-48 

M 60x2 2 56,5 66,5 4 2 0FC-60 

FPM 

metric BSP d D H E Reference 

M 8x1 - 6,5 9,9 1 0,5 0FC-08-FPM 
M 10x1 1/8 8,4 11,9 1 0,5 0FC-10-FPM 

M 12x1,5 - 9,8 14,4 1,5 0,8 0FC-12-FPM 

M 14x1,5 1/4 11,6 16,5 1,5 0,8 0FC-14-FPM 
M 16x1,5 - 13,8 18,9 1,5 0,8 0FC-16-FPM 

- 3/8 14,7 18,9 1,5 0,8 0FC-17-FPM 

M 18x1,5 - 15,7 20,9 1,5 0,8 0FC-18-FPM 
M 20x1,5 - 17,8 22,9 1,5 0,8 0FC-20-FPM 

- 1/2 18,5 23,9 1,5 0,8 0FC-21-FPM 

M 22x1,5 - 19,6 24,3 1,5 0,8 0FC-22-FPM 
M 26x1,5 - M 27x2 3/4 23,9 29,2 1,5 0,8 0FC-27-FPM 

M 33x2 1 29,7 35,7 2 1 0FC-33-FPM 

M 42x2 1-1/4 38,8 45,8 2 1 0FC-42-FPM 
M 48x2 1-1/2 44,7 50,7 2 1 0FC-48-FPM 
M 60x2 2 56,5 66,5 4 2 0FC-60-FPM 

Housing dimensions in accordance with DIN 3852-11, 
and ISO 1179-2, ISO 9974-2, ISO 9974-3 and ISO 11926 

Seals in accordance with DIN 3869 

0FC Fittings seals 

120° 

H 

E 
d 
D 

0FC 
0FC-FPM 


	Operating conditions
	Assembly
	Advantages

