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DESCRIPTION

The AMW scraper is a lip-type polyurethane scraper with 
integral metal reinforcement for installation in open grooves. 
It is primarily used in heavy-duty applications where abrasive 
wear occurs due to solid particles on the rod surface.

AMWI

ADVANTAGES

•	 Space-saving construction
•	 Simple small installation groove
•	 Firm fit in the groove due to metallic press fit
•	 At regreasing of drag bearing, the scraper lip opens at low overpressure; old grease can escape
•	 High wear resistance

APPLICATION

•	 Mobile hydraulic machinery
•	 Construction machinery
•	 Link pin seals
•	 Lift trucks
•	 Truck cargo cranes
•	 Agriculture machinery

TECHNICAL DATA

Speed ≤ 0,5 m/s

Temperature -30°C to +100°C

Fluids Mineral oil based hydraulic fluids

Material
Metal cage:	 Galvanised steel 
Wiper:	 Polyurethane - PU

PU wiper with metal cage for 
open groove Inch dimensions
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DIMENSIONS

Seals24 No. Dimension
Ød
h9

ØD
H8

L
+0,2

AMWI-075100 19,05 X 25,4 X 3,175 19,05 25,40 3,18

AMWI-075125 19,05 X 31,75 X 6,30 19,05 31,75 6,30

AMWI-087137 22,22 X 34,92 X 8,00 22,22 34,92 8,00

AMWI-100150 25,40 X 38,10 X 8,00 25,40 38,10 8,00

AMWI-112162 28,57 X 41,27 X 8,00 28,57 41,27 8,00

AMWI-112150 28,57 X 38,1 X 4,76 28,57 38,10 4,76

AMWI-125162 31,75 X 41,27 X 4,76 31,75 41,27 4,76

AMWI-125175 31,75 X 44,45 X 6,30 31,75 44,45 6,30

AMWI-137187 34,92 X 47,62 X 8,00 34,92 47,62 8,00

AMWI-150187 38,10 X 47,62 X 6,30 38,10 47,62 6,30

AMWI-150187-1 38,10 X 47,62 X 4,76 38,10 47,62 4,76

AMWI-150200 38,10 X 50,80 X 6,30 38,10 50,80 6,30

AMWI-150225 38,10 X 57,15 X 9,50 38,10 57,15 9,50

AMWI-162212 41,27 X 53,97 X 6,30 41,27 53,97 6,30

AMWI-175225 44,45 X 57,15 X 6,30 44,45 57,15 6,30

AMWI-187237 47,625 X 60,33 X 7,92 47,63 60,33 7,92

AMWI-200237 50,8 X 60,33 X 4,76 50,80 60,33 4,76

AMWI-200250 50,80 X 63,50 X 7,93 50,80 63,50 7,93

AMWI-200250-1 50,80 X 63,50 X 6,35 50,80 63,50 6,35

AMWI-200262 50,80 X 66,67 X 6,30 50,80 66,67 6,30

AMWI-200268 50,80 X 68,26 X 9,50 50,80 68,26 9,50

AMWI-200275 50,80 X 69,85 X 9,50 50,80 69,85 9,50

AMWI-200275-1 50,8 X 69,85 X 6,35 50,80 69,85 6,35

AMWI-212262 53,97 X 66,67 X 8,00 53,97 66,67 8,00

AMWI-225275 57,15 X 69,85 X 6,30 57,15 69,85 6,30
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DIMENSIONS

Seals24 No. Dimension
Ød
h9

ØD
H8

L
+0,2

AMWI-225287 57,15 X 73,02 X 6,30 57,15 73,02 6,30

AMWI-225300 57,15 X 76,20 X 9,50 57,15 76,20 9,50

AMWI-237287 60,325 X 73,02 X 6,35 60,33 73,02 6,35

AMWI-250300 63,50 X 76,20 X 7,92 63,50 76,20 7,92

AMWI-250300-1 63,5 X 76,2 X 6,35 63,50 76,20 6,35

AMWI-250325 63,50 X 82,55 X 9,50 63,50 82,55 9,50

AMWI-250325-1 63,50 X 82,55 X 6,35 63,50 82,55 6,35

AMWI-262312 66,67 X 79,37 X 6,35 66,67 79,37 6,35

AMWI-275325 69,85 X 82,55 X 7,93 69,85 82,55 7,92

AMWI-275375 69,85 X 95,25 X 12,70 69,85 95,25 12,70

AMWI-300375 76,20 X 95,25 X 6,30 76,20 95,25 6,30

AMWI-300400 76,20 X 101,60 X 12,70 76,20 101,60 12,70

AMWI-300350 76,20 X 88,90 X 7,92 76,20 88,90 7,92

AMWI-325375 82,55 X 95,25 X 9,50 82,55 95,25 9,50

AMWI-325375-1 82,55 X 95,25 X 7,92 82,55 95,25 7,92

AMWI-325400 82,55 X 101,60 X 6,30 82,55 101,60 6,30

AMWI-325425 82,55 X 107,95 X 12,70 82,55 107,95 12,70

AMWI-350400 88,90 X 101,60 X 7,92 88,90 101,60 7,92

AMWI-350412 88,90 X 104,77 X 6,30 88,90 104,77 6,30

AMWI-350412-1 88,90 X 104,77 X 7,92 88,90 104,77 7,92

AMWI-350425 88,90 X 107,95 X 6,30 88,90 107,95 6,30

AMWI-350425-1 88,9 X 107,95 X 7,92 88,90 107,95 7,92

AMWI-350450 88,90 X 114,30 X 12,70 88,90 114,30 12,70

AMWI-375450-1 95,25 X 114,3 X 7,92 95,25 114,30 7,92

AMWI-375475 95,25 X 120,65 X 12,7 95,25 120,65 12,70

AMWI-400450 101,6 X 114,3 X 6,35 101,60 114,30 6,35

AMWI-400500 101,6 X 127 X 12,7 101,60 127,00 12,70

AMWI-425525 107,95 X 133,35 X 12,7 107,95 133,35 12,70

AMWI-450500 114,3 X 127 X 6,35 114,30 127,00 6,35

AMWI-450550 114,3 X 139,7 X 12,7 114,30 139,70 12,70

AMWI-475575 120,65 X 146,05 X 9,5 120,65 146,05 9,50

AMWI-500562 127 X 142,875 X 7,92 127,00 142,88 7,92

AMWI-500575 127 X 146,05 X 7,92 127,00 146,05 7,92

AMWI-550625 139,7 X 158,75 X 7,92 139,70 158,75 7,92

AMWI-600662 152,4 X 168,275 X 9,5 152,40 168,28 9,50

If you cannot find the required dimensions, please contact us.



All statements, technical data, and other information contained in this document are provided without warranty and are intended solely 

as general, non-binding guidance. While prepared with due care, no express or implied representation, guarantee, or warranty is made 

regarding their accuracy, completeness, timeliness, or suitability for any particular purpose. All information is based on tests conducted 

under controlled laboratory conditions and is not necessarily representative of the actual performance of the end product under real-

world conditions. The independent execution of comprehensive testing, as well as the final evaluation and responsibility for the perfor-

mance of the end product, rests solely with the user. Any and all liability – regardless of the legal basis – is excluded to the fullest extent 

permitted by law.
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Please Note

The listed values represent maximum limits and cannot all be applied simultaneously. For instance, the 
permissible operating speed is influenced by factors such as material, pressure, temperature, and clearance. 
Likewise, the applicable temperature range varies depending on the medium.


