
STEEL QUALITY
20 Mn V 6

VERSIONS
20 Mn V 6	 (Standard)
20 Mn V 6 NICR	(Nickel-Chrome)

CHROME COATING
Thickness:	≥ 10 μm for Ø < 20 mm

≥ 20 μm for Ø ≥ 20 mm

NICKEL-CHROME COATING (NICR)
Thickness:	≥ 30 μm Ni

≥ 20 μm Cr 

HARDNESS OF CHROME
HRC 63-68

CORROSION RESISTANCE (Ø ≥ 20 mm)
Standard: �min. rating 9/120 h 

according to ISO 9227:1990 for NSS test
NICR: �min. rating 10/1000 h  

according to ISO 9227:1990 for NSS test

TOLERANCES
f8 for Ø < 18 mm
f7 for Ø ≥ 18 mm

ROUGHNESS
Ra ≤ 0,25 µm

RECTITUDE
≤ 0,3 mm / 1000 mm

STANDARD LENGTHS
Ø ≤ 18 mm: 3 m
Ø ≥ 20 mm: 6-7 m
Fixed lengths on request

CERTIFICATION
These rods can be supplied with the following certificates
EN 10204/2.2 or /3.1B

Chrome plated rods - 20MnV 

Ø Ø Weight
mm inch kg/m

KB20-MnV6-	4 4 0,1
KB20-MnV6-	5 5 0,15
KB20-MnV6-	6 6 0,22
KB20-MnV6-	8 8 0,39
KB20-MnV6-	9 9 0,5
KB20-MnV6-	10 10 0,62
KB20-MnV6-	11 11 0,75
KB20-MnV6-	12 12 0,89
KB20-MnV6-	12,7 12,7 1/2" 0,99
KB20-MnV6-	14 14 1,21
KB20-MnV6-	15 15 1,39
KB20-MnV6-	15,875 15,875 5/8" 1,55
KB20-MnV6-	16 16 1,58
KB20-MnV6-	16	NICR 16 1,58
KB20-MnV6-	17 17 1,78
KB20-MnV6-	18 18 2
KB20-MnV6-	19,05 19,05 3/4" 2,24
KB20-MnV6-	20 20 2,47
KB20-MnV6-	20	NICR 20 2,47
KB20-MnV6-	22 22 2,98

Ø Ø Weight
mm inch kg/m

KB20-MnV6-	22	NICR 22 2,98
KB20-MnV6-	22,22 22,22 7/8" 3,04
KB20-MnV6-	24 24 3,55
KB20-MnV6-	25 25 3,85
KB20-MnV6-	25	NICR 25 3,85
KB20-MnV6-	25,4 25,4 1" 3,98
KB20-MnV6-	26 26 4,17
KB20-MnV6-	26,990 26,99 1"1/16 4,49
KB20-MnV6-	28 28 4,83
KB20-MnV6-	28	NICR 28 4,83
KB20-MnV6-	28,575 28,575 1"1/8 5,03
KB20-MnV6-	30 30 5,55
KB20-MnV6-	30	NICR 30 5,55
KB20-MnV6-	31,75 31,75 1"1/4 6,22
KB20-MnV6-	32 32 6,31
KB20-MnV6-	32	NICR 32 6,31
KB20-MnV6-	33 33 6,71
KB20-MnV6-	34 34 7,13
KB20-MnV6-	34,925 34,925 1"3/8" 7,52
KB20-MnV6-	35 35 7,55
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Ø Ø Weight
mm inch kg/m

KB20-MnV6-	35	NICR 35 7,55
KB20-MnV6-	36 36 7,99
KB20-MnV6-	36	NICR 36 7,99
KB20-MnV6-	37 37 8,44
KB20-MnV6-	38 38 8,9
KB20-MnV6-	38,1 38,1 1"1/2 8,95
KB20-MnV6-	40 40 9,86
KB20-MnV6-	40	NICR 40 9,86
KB20-MnV6-	42 42 10,88
KB20-MnV6-	44,45 44,45 1"3/4 12,18
KB20-MnV6-	45 45 12,48
KB20-MnV6-	45	NICR 45 12,48
KB20-MnV6-	46 46 13,05
KB20-MnV6-	48 48 14,21
KB20-MnV6-	50 50 15,41
KB20-MnV6-	50	NICR 50 15,41
KB20-MnV6-	50,8 50,8 2" 15,91
KB20-MnV6-	52 52 16,67
KB20-MnV6-	53,975 53,975 2"1/8 17,96
KB20-MnV6-	55 55 18,65
KB20-MnV6-	55	NICR 55 18,65
KB20-MnV6-	56 56 19,33
KB20-MnV6-	56	NICR 56 19,33
KB20-MnV6-	57,15 57,15 2"1/4 20,14
KB20-MnV6-	58 58 20,74
KB20-MnV6-	60 60 22,2
KB20-MnV6-	60	NICR 60 22,2
KB20-MnV6-	60,325 60,325 2"3/8 22,44
KB20-MnV6-	63 63 24,47
KB20-MnV6-	63	NICR 63 24,47
KB20-MnV6-	63,5 63,5 2"1/2 24,86
KB20-MnV6- 65 26,05
KB20-MnV6- 65 NICR 26,05
KB20-MnV6-	68 68 28,51
KB20-MnV6-	69,85 69,85 2"3/4 30,08
KB20-MnV6-	70 70 30,21
KB20-MnV6-	70	NICR 70 30,21
KB20-MnV6-	75 75 34,68
KB20-MnV6-	75	NICR 75 34,68
KB20-MnV6-	76,2 76,2 3" 35,8
KB20-MnV6-	77 77 36,55
KB20-MnV6-	80 80 39,46

Ø Ø Weight
mm inch kg/m

KB20-MnV6-	80	NICR 80 39,46
KB20-MnV6-	82,55 82,55 3"1/4 42,01
KB20-MnV6-	85 85 44,54
KB20-MnV6-	85	NICR 85 44,54
KB20-MnV6-	88,9 88,9 3"1/2 48,73
KB20-MnV6-	90 90 49,94
KB20-MnV6-	90	NICR 90 49,94
KB20-MnV6-	95 95 55,64
KB20-MnV6-	95,25 95,25 3"3/4 55,94
KB20-MnV6-	100 100 61,65
KB20-MnV6-	100	NICR 100 61,65
KB20-MnV6-	101,60 101,6 4" 63,64
KB20-MnV6-	105 105 67,97
KB20-MnV6-	106 106 69,27
KB20-MnV6-	107,95 107,95 4"1/4 71,85
KB20-MnV6-	110 110 74,6
KB20-MnV6-	110	NICR 110 74,6
KB20-MnV6-	114,30 114,3 4"1/2 80,55
KB20-MnV6-	115 115 81,54
KB20-MnV6-	120 120 88,78
KB20-MnV6-	120	NICR 120 88,78
KB20-MnV6-	125 125 96,33
KB20-MnV6-	125	NICR 125 96,33
KB20-MnV6-	127 127 5" 99,44
KB20-MnV6-	130 130 104,19
KB20-MnV6-	130	NICR 130 104,19
KB20-MnV6-	135 135 112,36
KB20-MnV6-	140 140 120,84
KB20-MnV6-	140	NICR 140 120,84
KB20-MnV6-	150 150 138,72
KB20-MnV6-	160 160 157,83
KB20-MnV6-	160	NICR 160 157,83
KB20-MnV6-	170 170 178,18
KB20-MnV6-	180 180 199,76
KB20-MnV6-	190 190 222,57
KB20-MnV6-	200 200 246,62
KB20-MnV6-	220 220 298,4
KB20-MnV6-	240 240 355,13
KB20-MnV6-	250 250 385,34
KB20-MnV6-	300 300 554,88

On demand
Corrosion resistance min.rating 9/250 h or 9/500 h according to ISO 9227:1990 for NSS test 
Multilayer chromed

Chrome plated rods - 20MnV 
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