
Please contact us for applications approaching 
maximum values. 

AE consists of a steel housing, a thin brass lip and an 
NBR wiper ring. 

This metal wiper scraper is used in applications where 
usual wipers wear too quickly or are not efficient enough. 
The brass lip is designed to remove firmly adhering 
contaminants or ice particles from the rod, leaving 
the secondary NBR wiper lip to remove smaller loose 
particles of dust, water... 

The brass scraper ring has radial clearance in the housing 
and can easily follow any deflection of the rod. 

 Operating conditions 

Temperature -30°C to 110°C

Speed <_ 1 m/s 

 Materials 

Elastomer lip ➀ NBR 

Metal housing ➁ ST 

Distance pieces ➂ ST 

Metallic lip ➃ MS 

 Assembly 

Must be pressed into an open housing 

  Advantages 

Very good scraping effect under extreme conditions 

Suitable for ice, mud and other adhering particles 

The floating metallic lip follows any possible deflection 
of the piston rod 

External press-fitting for a good housing protection 

Very abrasion resistant 

AE Heavy duty metal wiper 
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12 25 7 6,5 AE-12 60 74 8 7,5 AE-60 

14 27 7 6,5 AE-14 63 77 8 7,5 AE-63 

15 28 7 6,5 AE-15 65 79 8 7,5 AE-65 

16 29 7 6,5 AE-16 70 84 8 7,5 AE-70 

18 31 7 6,5 AE-18 75 89 8 7,5 AE-75 

20 33 7 6,5 AE-20 80 96 8,5 8 AE-80 

22 35 7 6,5 AE-22 85 101 8,5 8 AE-85 

25 38 7 6,5 AE-25 90 106 8,5 8 AE-90 

28 41 7 6,5 AE-28 95 111 8,5 8 AE-95 

30 43 7,5 7 AE-30 100 120 9 8,5 AE-100 

30 42 7,9 7,4 AE-30-1 110 130 9 8,5 AE-110 

32 45 7,5 7 AE-32 120 140 9 8,5 AE-120 

35 48 7,5 7 AE-35 125 145 9 8,5 AE-125 

36 49 7,5 7 AE-36 130 150 9 8,5 AE-130 

38 51 7,5 7 AE-38 139,7 155,62 9,1 8,5 AE-139 

40 53 7,5 7 AE-40 140 160 9 8,5 AE-140 

40 52 7,9 7,4 AE-40-1 150 170 9 8,5 AE-150 

45 58 7,5 7 AE-45 160 180 9 8,5 AE-160 

50 64 8 7,5 AE-50 170 190 9 8,5 AE-170 

50 65 7,9 7,4 AE-50-1 180 200 12 10 AE-180 

55 69 8 7,5 AE-55 200 230 12 10 AE-200 

56 70 8 7,5 AE-56 220 250 12 10 AE-220 

56 69 7,9 7,4 AE-56-1 250 280 12 10 AE-250 

58 72 8 7,5 AE-58 300 330 12 10 AE-300 


