
Please contact us for applications approaching 
maximum values. 

AMWI is a single-acting PU wiper with an external metal 
cage for open groove assembly. The metal cage has to be 
pressed into the groove. 
The function of this wiper is to prevent introduction of dust, 
dirt and foreign matter into the system, to protect the guid- 
ing parts and thereby to extend the service life of the rod 
seal. The wiper lip produces an effective cleaning action to 
avoid damage to all internal components. 
AMWI wiper are well suited for applications in mobile 
hydraulic systems for heavy duty operation. 
Also produced in small dimensions (Profile b), they can be 
used as protection of bearings or other systems with swivel 
movements where reduced space is required. 
This wiper is produced in polyurethane which ensures 
increased wear resistance and an extended service life 
due to good resistance against weathering. 

 Operating conditions 
Temperature -30°C to 100°C
Speed <_ 0,5 m/s 

 Materials 
Metal cage ➀ Galvanised steel 
Wiper ➁ PU14 

 Assembly 
Must be pressed in an open housing 

 Advantages 
External press-fitting for a good housing protection 
Space-saving construction 
Good price-performance ratio 
Small housing 
Simple groove construction 
Excellent abrasion resistance 
Extended service life 
For earth moving machines and difficult working 
conditions 
Easy installation especially with small diameters 

AMWI 
PU wiper with metal cage for open groove 
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15,88 28,57 7,92 AMWI-062112 63,5 76,2 7,92 AMWI-250300 
76,2 6,35 AMWI-250300-1 

19,05 25,4 3,18 AMWI-075100 82,55 9,5 AMWI-250325 
31,75 6,35 AMWI-075125 

82,55 6,35 AMWI-250325-1 
22,22 28,57 4 AMWI-087112 

34,92 7,92 AMWI-087137 66,67 79,37 7,37 AMWI-262312 

25,4 38,1 7,92 AMWI-100150 69,85 82,55 7,92 AMWI-275325 
88,9 6,35 AMWI-275350 

28,57 38,1 4,76 AMWI-112150 95,25 12,7 AMWI-275375 
41,27 7,92 AMWI-112162 

73,03 88,9 6,35 AMWI-287350 
31,75 41,27 4,76 AMWI-125162 

44,45 6,35 AMWI-125175 76,2 88,9 7,92 AMWI-300350 
95,25 6,35 AMWI-300375 

34,92 47,62 7,92 AMWI-137187 101,6 12,7 AMWI-300400 

38,1 47,62 6,35 AMWI-150187 79,37 92,07 5,85 AMWI-312362 
47,62 4,76 AMWI-150187-1 
50,8 6,35 AMWI-150200 82,55 95,25 9,5 AMWI-325375 

95,25 7,92 AMWI-325375-1 
57,15 9,5 AMWI-150225 101,6 6,35 AMWI-325400 

41,27 53,97 6,35 AMWI-162212 107,95 12,7 AMWI-325425 

44,45 53,97 4,76 AMWI-175212 88,9 101,6 7,92 AMWI-350400 
53,97 3,18 AMWI-175212-1 104,77 6,35 AMWI-350412 
57,15 6,35 AMWI-175225 104,77 7,92 AMWI-350412-1 

63,5 9,5 AMWI-175250 107,95 6,35 AMWI-350425 
107,95 7,92 AMWI-350425-1 

47,63 60,33 7,92 AMWI-187237 114,3 12,7 AMWI-350450 

50,8 60,33 4,76 AMWI-200237 95,25 114,3 7,92 AMWI-375450-1 
63,5 7,92 AMWI-200250 120,65 12,7 AMWI-375475 
63,5 6,35 AMWI-200250-1 

101,6 114,3 6,35 AMWI-400450 
66,67 6,35 AMWI-200262 120,65 7,92 AMWI-400475 
68,26 9,5 AMWI-200268 127 12,7 AMWI-400500 
69,85 9,5 AMWI-200275 

107,95 133,35 12,7 AMWI-425525 
69,85 6,35 AMWI-200275-1 

114,3 127 6,35 AMWI-450500 
53,97 63,5 4,76 AMWI-212250-NBR 139,7 12,7 AMWI-450550 

66,67 7,92 AMWI-212262 
120,65 146,05 9,5 AMWI-475575 

57,15 69,85 6,35 AMWI-225275 
73,02 6,35 AMWI-225287 127 142,88 7,92 AMWI-500562 
76,2 7,92 AMWI-225300 146,05 7,92 AMWI-500575 

76,2 9,5 AMWI-225300/1 139,7 158,75 7,92 AMWI-550625 

60,33 73,02 6,35 AMWI-237287 152,4 168,28 9,5 AMWI-600662 
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