
Standard NBR wiper 
for open groove AM 

Please contact us for applications approaching 
maximum values. 

AM is a single-acting elastomer wiper with an external 
metal cage for open groove assembly. The metal cage 
has to be pressed into the groove. 

The function of AM-wiper is to prevent introduction of 
dust, dirt and foreign matter into the system, to protect 
the guiding parts and to extend the service life of the 
rod seal. The nitrile elastomer wiper lip produces an 
effective cleaning action to avoid damage to all internal 
components. 

 Operating conditions 

Temperature -30°C to 100°C
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Speed <_ 0,8 m/s 
20 5 8 AM-1020-5 42 7 10 AM-3242-7 

 Materials 

Metal cage ➀ Carbon steel 

Wiper ➁ NBR 90 Sh A 

 Assembly 

Must be pressed in an open housing 

  Advantages 

External press-fitting for a good housing protection 

Space-saving construction 

Good price-performance ratio 

Small housing 

Simple groove construction 

Easy installation especially with small diameters 
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Standard NBR wiper 
for open groove AM 

Please contact us for applications approaching 
maximum values. 

AM is a single-acting elastomer wiper with an external 
metal cage for open groove assembly. The metal cage 
has to be pressed into the groove. 

The function of AM-wiper is to prevent introduction of 
dust, dirt and foreign matter into the system, to protect 
the guiding parts and to extend the service life of the 
rod seal. The nitrile elastomer wiper lip produces an 
effective cleaning action to avoid damage to all internal 
components. 

 Operating conditions 

Temperature -30°C to 100°C

Speed <_ 0,8 m/s 

 Materials 

Metal cage ➀ Carbon steel 

Wiper ➁ NBR 90 Sh A 

 Assembly 

Must be pressed in an open housing 

  Advantages 

External press-fitting for a good housing protection 

Space-saving construction 

Good price-performance ratio 

Small housing 

Simple groove construction 

Easy installation especially with small diameters 
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55 63 7 10 AM-5563-7 105 115 7 10 AM-105115-7 
65 5 8 AM-5565-5 
65 7 10 AM-5565-7 110 120 7 10  AM-110120-7 

70 7 10 AM-5570-7 
125 9 12 AM-110125-9 

80 5 8 AM-5580-5 115 125 7 10 AM-115125-7 

56 65 7 10 AM-5665-7 120 130 7 10 AM-120130-7 
66 5 8 AM-5666-5 

66 7 10  AM-5666-7 123 147 9 12 AM-123147-9 

60 70 5 7 AM-6070-5 125 135 7 10 AM-125135-7 
70 7 10 AM-6070-7 140 7 10 AM-125140-7 

74 5 8 AM-6074-5 140 9 12  AM-125140-9 

75 7 10 AM-6075-7 130 145 9 12 AM-130145-9 

80 7 10 AM-6080-7 
135 145 7 10 AM-135145-7 

63 73 7 10 AM-6373-7 150 9 10 AM-135150-9 
75 7 10 AM-6375-7 
83 5 8 AM-6383-5 140 150 7 10 AM-140150-7 

65 75 7 10 AM-6575-7 
155 9 12 AM-140155-9 

150 165 9 12 AM-150165-9 
70 80 5 7 AM-7080-5 166 8 12 AM-150166/8 

80 7 10  AM-7080-7 

152,4 171,45 7,8 12 AM-152171-5 
75 85 7 10 AM-7585-7 

87 5 7 AM-7587-5 160 175 9 12 AM-160175-9 

80 90 7 10  AM-8090-7 170 185 10 14 AM-170185-10 

84 94 5 8 AM-8494-5 180 195 10 14 AM-180195-10 

85 95 7 10 AM-8595-7 200 220 12 16 AM-200220-12 

90 100 5 7 AM-90100-5 210 230 12 16 AM-210230-12 

100 7 10  AM-90100-7 
220 240 12 16 AM-220240-12 

95 105 7 10 AM-95105-7 

100 110 5 7 AM-100110-5 
110 7 10 AM-100110-7 

115 8 11 AM-100115/8 
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