
Operating conditions 

Materials 

Assembly 

Very small housing 

Please contact us for applications approaching 
maximum values. 

The function of AWB wiper is to prevent introduction of 
contamination into the system, to protect the guiding parts 
and to extend the service life of the rod seal. The nitrile 
elastomer wiper tip produces a cleaning action to avoid 
damage to all internal components. 
The wiper is classified as a light duty wiper. Its compact 
design is making him ideal for cylinders where reduced 
space is an important factor. 

Temperature -30°C to 100°C
Speed <_ 0,8 m/s 

Elastomer NBR 90 Sh A 

The wipers may easily be mounted into the grooved 
housing 

 Advantages 
Easy to assemble 
Good price-performance ratio 

Simple groove construction 

AWB Light duty NBR rod wiper 

AWB 

d h11 

L ±0,13 

min. 2 r 

C 0 
-0,13 

D 0 
-0,13 

r = 0,8 

d D C L Reference 

9,52 13,72 10,92 3,05 AWB-375 

12,7 17,27 14,22 3,3 AWB-500 

15,87 20,83 17,78 3,56 AWB-625 

19,05 24,13 20,83 3,56 AWB-750 

22,22 27,43 24,13 3,81 AWB-875 

25,4 31,5 27,43 4,06 AWB-1000 

28,57 34,92 30,73 4,06 AWB-1125 

31,75 37,85 33,78 4,32 AWB-1250 

34,92 41,27 37,08 4,32 AWB-1375 

38,1 44,96 40,39 4,57 AWB-1500 

41,27 47,75 43,69 4,57 AWB-1625 

44,45 51,56 46,99 4,83 AWB-1750 

47,62 54,86 50,04 4,83 AWB-1875 

50,8 58,42 53,34 5,08 AWB-2000 

53,97 61,72 56,64 5,33 AWB-2125 

57,15 65,28 59,94 5,33 AWB-2250 

60,32 68,58 63,25 5,59 AWB-2375 

63,5 72,14 66,29 5,59 AWB-2500 

66,67 75,44 69,6 5,84 AWB-2625 

69,85 78,99 72,9 5,84 AWB-2750 

73,02 82,3 6,1 76,2 AWB-2875 

76,2 85,85 79,5 6,1 AWB-3000 

82,55 92,71 86,11 6,35 AWB-3250 

88,9 99,57 92,46 6,86 AWB-3500 

95,25 106,43 99,06 7,11 AWB-3750 

101,6 113,28 105,66 7,37 AWB-4000 


	see pages 22-45
	Advantages

