
H 

AWRI 

d h11 

L +0,1
0 

r 

C +0
0 
,2

D+0
0 
,2 

r = 1 

Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

AWRI wiper has two different functions. It prevents 
introduction of dust, dirt and foreign matter into the sys- 
tem and on the medium side retains the residual oil film 
from the extending piston rod. 
On the static surface, the sealing is achieved by contact 
of the flexible outside lip with the housing. The dynamic 
lip is shorter and stronger to concentrate load against the 
dynamic surface. 
The scraper is preferably used in conjunction with seals 
with a hydrodynamic back-pumping function or a drain- 
age channel must be opened in this area. 
This wiper is produced in polyurethane which ensures 
increased wear resistance and an extended service life 
due to good resistance against weathering. 

Temperature -30°C to 100°C
Speed _< 0,8 m/s 

Polyurethane PU27 

The wipers may easily be mounted into the grooved 
housing 

 Advantages 
Reduced oil film leakage 
Easy to assemble 
Simple groove construction 
Extended service life 
Excellent abrasion resistance 

AWRI 
Double acting PU wiper 

Inch dimensions 

d D L C H Reference 

12,7 20,64 5,15 15,75 6 AWRI-050081 
15,87 23,81 5,15 18,92 6 AWRI-062094 
19,05 26,99 5,15 22,1 6 AWRI-075106 

22,22 31,75 5,54 25,65 7 AWRI-087125 
25,4 34,92 5,54 28,83 7 AWRI-100137 

28,57 38,1 5,54 32 7 AWRI-112150 

31,75 41,27 5,54 35,18 7 AWRI-125162 
34,92 44,45 5,54 38,35 7 AWRI-137175 
38,1 47,62 5,54 41,53 7 AWRI-150187 

41,27 50,8 5,54 44,7 7 AWRI-162200 
44,45 53,97 5,54 47,88 7 AWRI-175212 
47,62 57,15 5,54 51,05 7 AWRI-187225 

50,8 60,32 5,54 54,23 7 AWRI-200237 
53,97 63,5 5,54 57,4 7 AWRI-212250 
57,15 69,85 7,15 60,58 8,3 AWRI-225275 

60,32 73,02 7,15 63,75 8,3 AWRI-237287 
63,5 76,2 7,15 66,93 8,3 AWRI-250300 

66,67 79,37 7,15 70,1 8,3 AWRI-262312 

69,85 82,55 7,15 73,28 8,3 AWRI-275325 
76,2 88,9 7,15 79,63 8,3 AWRI-300350 

82,55 95,25 7,15 85,98 8,3 AWRI-325375 

88,9 101,6 7,15 92,33 8,3 AWRI-350400 
95,25 107,95 7,15 98,68 8,3 AWRI-375425 
101,6 114,3 7,15 105,03 8,3 AWRI-400450 

107,95 120,65 7,15 111,38 8,3 AWRI-425475 
114,3 127 7,15 117,73 8,3 AWRI-450500 

127 139,7 7,15 130,43 8,3 AWRI-500550 

139,7 152,4 7,15 143,13 8,3 AWRI-550600 
152,4 165,1 7,15 155,83 8,3 AWRI-600650 
177,8 190,5 7,15 181,23 8,3 AWRI-700750 

203,2 215,9 7,15 206,63 8,3 AWRI-800850 
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