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Operating conditions 

Materials 

 
On one-piece pistons A

Assembly 

Please contact us for applications approaching 
maximum values. 

This type of seals are double acting piston seals with 
integrated guide rings. They are characterised by the 
combination of an elastomer energiser and a polyurethane 
ring that produces a very effective sealing action and 
extends the service life. The function of the guide rings 
is to guide the piston in the cylinder tube and to support 
radial load. 
EUD is designed with T-shaped back-up and guide 
rings. 

Pressure ≤ 40 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

Dynamic sealing element ➀ Z20 
Energising element ➁ NBR 
Guide rings ➂ Acetal resin 

On two-piece pistons 

  Advantages 
Efficient sealing at high and low pressure 
Excellent abrasion resistance 
Extended service life 
Easy installation on monobloc pistons 
Small sections 

EUD Polypac® Euroseal 

B

D d L G M P Reference 
TSS Reference 

50 38 20,5 4,2 46 49,4 PCG000500-Z2053 EUD5038 
60 48 20,5 4,2 56 59,4 PCG000600-Z2053 EUD6048 
63 51 20,5 4,2 59 62,4 PCG000630-Z2053 EUD6351 

70 58 20,5 4,2 66 69,4 PCG000700-Z2053 EUD7058 
80 66 22,5 5,2 76 79,4 PCG000800-Z2053 EUD8066 

100 86 22,5 5,2 96 99,4 PCG001000-Z2053 EUD10086 

110 96 22,5 5,2 106 109,4 PCG001100-Z2053 EUD11096 
120 106 22,5 5,2 116 119,4 PCG001200-Z2053 EUD120106 
125 108 26,5 7,2 121 124,4 PCG001250-Z2053 EUD125108
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