
D K 

<50 0,8 ±0,3 

50<150 1,5 ±0,5 

>150 2,5 ±1 

B f1 f2 

1 0,6 0,3 

1,5 0,6 0,4 

2 1,2 0,4 

2,5 1,8 0,6 

1 Bronze 

2 Holes 

 Technical specification 

Temperature - 100 to + 250°C
Friction coefficient 0,08 to 0,25
Maximum load 
Dynamic 40 N/mm² 
Static 120 N/mm² 

Maximum speed 
with grease 2 m/s 
in hydrodynamic working >2 m/s

PV-factor 
with grease 2,8 N/mm². m/s 
in hydrodynamic working 10 N/mm². m/s 

Shaft roughness Ra < 0,8 µm 
Shaft hardness HB > 400 

 Advantages 

Maintenance-free applications 
Re-lubrication possible 
Suitable for contaminated environments 
Shock and vibration proof 
Good wear resistance 
Good corrosion resistance 
Low clearance during operation 
Limited dimensions 

Tolerances 

d D L 

h8 H7 ±0,25 

GLT9 

GLT9 
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On request 

GLT9 F 

d D L Reference 

16 18 15 GLT9 1615 

20 23 30 GLT9 2030 

30 34 15 GLT9 3015 

34 20 GLT9 3020 

34 25 GLT9 3025 

34 30 GLT9 3030 

34 40 GLT9 3040 

34 50 GLT9 3050 

40 44 25 GLT9 4025 

44 30 GLT9 4030 

44 40 GLT9 4040 

44 50 GLT9 4050 

60 65 40 GLT9 6040 

65 50 GLT9 6050 

65 60 GLT9 6060 

65 70 GLT9 6070 
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