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KC is a single acting piston seal primarily used on piston 
heads, plungers or rams in hydraulic or pneumatic and 
designed for split pistons. 
Piston cups are recommended to handle low pressures in 
air, water, hydraulic fluids, and lubricating oils. 
Piston cups are commonly used because of economical 
cost, efficient assemble, universal acceptance, and simple 

 
 

  Operating conditions  
Pressure ≤ 4 MPa 
Temperature -30°C to 100°C 
Speed  ≤ 0,25 m/s 

  Materials  
Seal NBR8090 

 
  Assembly  

On multi-piece pistons 
 

  Advantages  
Low friction 
Easy to assemble 
Good price-performance ratio 

 

accessories. 

KC NBR piston cup seal 
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11,11 3,96 6,37 2,38 6,74 KC-043 
 

95,25 30,16 15,87 3,17 84,14 KC-375 
12,7 6,35 4,78 2,38 8,33 KC-050  101,6 19,05 12,7 4,76 92,08 KC-400 

15,87 5,55 6,35 2,38 11,11 KC-062  107,95 30,16 15,87 3,17 98,43 KC-425 

19,05 6,35 4,76 2,38 13,89 KC-075  114,3 76,2 9,52 3,17 104,8 KC-450 
25,4 11,11 6,35 2,38 19,05 KC-100  120,65 60,33 15,87 4,76 109,5 KC-475 

30,16 11,11 7,93 2,38 20,63 KC-118  127 76,2 12,7 3,17 117,5 KC-500 

31,75 11,11 6,35 2,38 23,01 KC-125  133,35 95,25 12,7 4,76 120,7 KC-525 
34,93 9,52 6,35 3,17 25,4 KC-137  139,7 101,6 15,87 6,35 127 KC-550 
36,51 9,52 9,52 3,17 26,99 KC-143  146,05 107,95 15,87 6,35 133,4 KC-575 

38,1 15,87 9,52 3,17 28,58 KC-150  152,4 114,3 9,52 3,17 142,9 KC-600 
41,28 12,7 9,52 3,17 31,75 KC-162  158,75 122,22 15,87 3,17 146,1 KC-625 
44,45 15,87 9,52 3,17 34,93 KC-175  165,1 149,2 9,52 3,17 155,6 KC-650 

50,8 22,22 9,52 3,17 41,28 KC-200  171,45 127 15,87 6,35 158,8 KC-675 
53,98 22,22 9,52 3,17 44,2 KC-212  177,8 101,6 12,7 4,76 166,7 KC-700 
57,15 22,22 9,52 3,96 47,63 KC-225  184,15 133,35 15,87 6,35 171,5 KC-725 

60,33 19,05 9,52 3,96 50,8 KC-237  203,2 127 12,7 4,76 193,7 KC-800 
63,5 22,22 9,52 3,96 53,98 KC-250  228,6 152,4 15,87 4,76 215,9 KC-900 

69,85 12,7 12,7 3,17 60,33 KC-275  254 209,55 15,87 3,96 241,3 KC-1000 

76,2 25,4 12,7 4,76 66,68 KC-300  304,8 231,8 15,87 3,96 292,1 KC-1200 
82,55 28,58 12,7 3,96 73,03 KC-325  355,6 279,4 19,05 6,35 330,2 KC-1400 
88,9 55,56 12,7 3,17 79,38 KC-350  406,4 339,73 19,05 3,96 387,4 KC-1600 
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