
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

KDHD-PU piston seal is a combination of a PU sealing 
element energised by an elastomer profile ring, com- 
pleted with two back-up rings. 
The activated back-up rings offer a good protection 
against extrusion and ensure a long service life. 

Pressure ≤ 40 MPa 
Temperature -30°C to 110°C
Speed ≤ 0,5 m/s 

Sealing element ➀ PU38 
Anti-extrusion rings ➁ POM84 
Energising element ➂ NBR8480 

On one-piece pistons 

  Advantages 
Simple groove design 
Small sections 
Extrusion resistance at high pressure 
Excellent abrasion resistance 
Low friction 

0-30 MPa 30-40 MPa
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50 36 9 0,3 KDHD-5036-PU 
55 41 9 0,3 KDHD-5541-PU 
60 46 9 0,3 KDHD-6046-PU 

60 50 8 0,3 KDHD-6050-PU 
63 48 11 0,5 KDHD-6348-PU 
65 50 11 0,5 KDHD-6550-PU 

70 55 11 0,5 KDHD-7055-PU 
75 60 11 0,5 KDHD-7560-PU 
80 65 11 0,5 KDHD-8065-PU 

80 70 11 0,5 KDHD-8070-PU 
85 70 11 0,5 KDHD-8570-PU 
90 75 11 0,5 KDHD-9075-PU 

95 80 11 0,5 KDHD-9580-PU 
100 85 12,5 0,5 KDHD-10085-PU 
105 88 14 0,5 KDHD-10588-PU 

105 90 12,5 0,5 KDHD-10590-PU 
110 95 12,5 0,5 KDHD-11095-PU 
115 100 12,5 0,5 KDHD-115100-PU 

120 105 12,5 0,5 KDHD-120105-PU 
125 102 16 0,6 KDHD-125102-PU 
130 107 16 0,6 KDHD-130107-PU 

135 112 16 0,6 KDHD-135112-PU 
140 117 16 0,6 KDHD-140117-PU 
145 122 16 0,6 KDHD-145122-PU 

150 127 16 0,6 KDHD-150127-PU 
160 137 16 0,6 KDHD-160137-PU 
170 147 16 0,6 KDHD-170147-PU 

190 167 16 0,6 KDHD-190167-PU 
200 177 16 0,6 KDHD-200177-PU 
225 202 16 0,6 KDHD-225202-PU 

250 222 17,5 0,6 KDHD-250222-PU 
250 227 16 0,6 KDHD-250227-PU
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