
Pressure 0-20 MPa 20-50 MPa 50-80 MPa

L (mm) e (mm) 
4,2 ≤ 0,5 ≤ 0,35 

H8/f7 6,3 ≤ 0,7 ≤ 0,5 
8,1 ≤ 0,8 ≤ 0,6 

Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

KDOK double acting piston seal is designed for heavy 
duty applications. 
It’s easily assembled thanks to the Z-cutted sealing ring. 
The KDOK has very high extrusion resistance and bigger 
extrusion gaps are possible compared with PTFE rings. 

Pressure ≤ 80 MPa 
Temperature -30°C to 100°C
Speed ≤ 1 m/s 

Dynamic sealing element ➀ PA + glass fibers 
Energising element ➁ NBR 

On one-piece pistons 

  Advantages 
Small sections 
Very high extrusion resistance 
Easy installation on monobloc pistons without tools 
Excellent abrasion resistance and long service life 
Low break-out and running friction 
Resistent against shock loads 

KDOK 
Heavy duty piston seal 

Z-cutted

➀ 

➁ 

KDOK 

D H9/f7 

d h8 

L+0,2 r 0,2 

MS h8 e 

metal guiding with guide rings 

MS = D - 2e 

Machining of housings : see pages 48-49 
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40 29 4,2 0,3 • KDOK-40 130 109 8,1 0,4 KDOK-130-1 
114,5 6,3 0,4 KDOK-130 

45 34 4,2 0,3 KDOK-45 
135 114 8,1 0,4 KDOK-135 

50 39 4,2 0,3 • KDOK-50 
34,5 6,3 0,4 • KDOK-50-1 140 119 8,1 0,4 KDOK-140 

129 4,2 0,3 KDOK-140/2 
60 49 4,2 0,3 KDOK-60 

145 124 8,1 0,4 KDOK-145 
63 47,5 6,3 0,4 • KDOK-63 

52 4,2 0,3 • KDOK-63-1 150 129 8,1 0,4 KDOK-150 
130,12 9,6 0,4 KDOK-150-1 

70 54,5 6,3 0,4 KDOK-70-1 
59 4,2 0,3 KDOK-70 160 139 8,1 0,4 • KDOK-160 

140,12 9,6 0,4 KDOK-160-1 
75 54 8,1 0,4 KDOK-75/2 

59 4,2 0,3  KDOK-70 165 144 8,1 0,4 KDOK-165 

80 59 8,1 0,4  KDOK-80-1 170 149 8,1 0,4 KDOK-170 
64,5 6,3 0,4 • KDOK-80 150,12 9,6 0,4 KDOK-170-1 

69 4,2 0,3 • KDOK-80/2 
175 154 8,1 0,4 KDOK-175 

90 69 8,1 0,4 KDOK-90-1 
74,5 6,3 0,4  KDOK-90 180 159 8,1 0,4 KDOK-180 

95 74 8,1 0,4  KDOK-95-1 190 169 8,1 0,4 KDOK-190 

100 79 8,1 0,4  KDOK-100-1 200 179 8,1 0,4 • KDOK-200 
84,5 6,3 0,4 • KDOK-100 

89 4,2 0,3  KDOK-100/2 210 189 8,1 0,4 KDOK-210 

105 84 8,1 0,4  KDOK-105-1 215 194 8,1 0,4 KDOK-215 

110 89 8,1 0,4  KDOK-110-1 220 199 8,1 0,4 KDOK-220 
94,5 6,3 0,4 KDOK-110 

225 204 8,1 0,4 KDOK-225 
115 94 8,1 0,4 KDOK-115-1 

230 209 8,1 0,4 KDOK-230 
120 99 8,1 0,4 KDOK-120-1 

104,5 6,3 0,4 KDOK-120 240 219 8,1 0,4 KDOK-240 
109 4,2 0,3 KDOK-120/2 

250 229 8,1 0,4 • KDOK-250 
125 104 8,1 0,4 • KDOK-125-1 

109,5 6,3 0,4 • KDOK-125 260 239 8,1 0,4 KDOK-260 
114 4,2 0,3 KDOK-125/2 

280 255,5 8,1 0,4 KDOK-280 
127 112,7 7,14 0,4 KDOK-127 

320 292 9,5 0,4 • KDOK-320
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