
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

KDO is a complete piston with steel base plate and 
vulcanised, springloaded sealing lips. 
The complete piston is for low duty applications, preferably 
for spare parts requirement. 
The seal can only absorb low lateral forces. 

Pressure ≤ 4 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

Seal ➀ NBR0083 with carbon steel inside 
Core ➁ Steel 
Spring (2 x) ➂ Steel 

Mounted with rubber side towards the rod and fixed 
 

  Advantages 
Complete piston for lox duty applications 

with screw and washer 

KDO Complete piston 
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D d P H F Reference 

26 8,2 15 22 3 KDO-026 
30 8,2 16 22 3 KDO-030 
35 8,2 20 26 3 KDO-035 

40 10,2 20 22 3 KDO-040 
45 10,2 22 25 4 KDO-045 
50 10,2 27 25 4 KDO-050 

55 10,2 32 25 4 KDO-055 
60 12,2 37 26 4 KDO-060 
63 12,2 40 25 4 KDO-063 

70 12,2 44 30 5 KDO-070 
80 12,2 54 30 5 KDO-080 

100 12,2 72 35 6 KDO-100 

110 12,2 78 40 6 KDO-110 
115 20,2 83 30 8 KDO-115 
125 20,2 85 40 8 KDO-125 

140 20,2 100 40 10 KDO-140 
150 20,2 105 40 10 KDO-150 
160 20,2 115 40 10 KDO-160 

180 20,2 130 40 10 KDO-180 
200 20,2 146 40 10 KDO-200 
250 30,2 200 40 12 KDO-250 

300 35,2 250 40 12 KDO-300 
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