
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

KEDS is made of a fabric reinforced chevron ring. The 
elastomere header ring energises the U-ring when pres- sure 
is applied. 
KEDS has moreover a back-up ring on the outside 
diameter which enables higher pressure conditions 
and minimises the extrusion gap. 

Pressure ≤ 50 MPa 
Temperature -40°C to 120°C
Speed ≤ 0,5 m/s 

Sealing element ➀ N8T60-C 
Energising ring ➁ N9T60 
Anti-extrusion ring ➂ PO0WC 

On multi-piece pistons 

  Advantages 
Extrusion resistance at high pressure 
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Fabric reinforced piston seal 
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metal guiding with guide rings 

P = D - 3 mm 
e (mm) ≤ 0,5 
MS = D - 2e 

D d L Reference 

63 48 10 KEDS-248188 
65 45 13,5 KEDS-255177 
70 50 13,5 KEDS-275196 

75 55 13,5 
80 60 13,5 KEDS-314236 
85 65 13,5 KEDS-334255 

90 70 13,5 KEDS-354275 
100 80 13,5 KEDS-393314 
100 80 13 KEDS-393314-1 

105 85 13,5 KEDS-413334 
110 90 13,5 KEDS-433354 
115 95 13,5 

120 100 13,5 KEDS-472393 
122 102 14,6 KEDS-480401 
125 100 16,2 KEDS-492393 

130 105 16,2 KEDS-511413 
140 115 16,2 KEDS-551452 
150 120 18,8 KEDS-590472 

160 130 18 KEDS-629511 
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