
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

KED is made of a fabric reinforced NBR chevron ring. The 
elastomere header ring energises the U-ring when pressure 
is applied. 
This profile is generally used as piston seal, but it can be 
also used as rod seal. 

Pressure ≤ 25 MPa 
Temperature -40°C to 120°C
Speed ≤ 0,5 m/s 

Sealing element ➀ NBR8275-C 
Energising ring ➁ NBR8275 

On multi-piece pistons 

  Advantages 
Extrusion resistance at high pressure 
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Fabric reinforced piston seal 
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metal guiding with guide rings 

P = D - 3 mm 
e (mm) ≤ 0,15 
MS = D - 2e 

D d L Reference 

24 12 7,5 KED-094047 
40 25 10 KED-157098 
50 35 10 KED-196137 

55 40 9,5 KED-216157-1 
65 45 13,5 KED-255177 
70 50 13,5 KED-275196 

80 60 13,5 KED-314236 
90 70 13,5 KED-354275 

110 90 13,5 KED-433354 

225 195 19,8 KED-886767 
230 200 19,8 KED-905787 
250 220 19,8 KED-984866 

260 230 19,8 KED-1082965 
275 245 19,8 KED-1082965 
300 270 19,8 KED-11811062

http://www.sealtech-business.be/

	Advantages

