
Please contact us for applications approaching 
maximum values. 

  
 

KEI single acting piston seal can be used in hydraulic or 
pneumatic cylinders. 
This NBR profile is designed with a shorter outer sealing 
lip which ensures low friction and pushes the load against 
the cylinder tube. 
NB: The seal diameters are smaller than the metallic 
one, but once assembled the seal shows good sealing 

 
 

  Operating conditions  
Pressure ≤ 8 MPa 
Temperature -30°C to 100°C 
Speed  ≤ 0,5 m/s 

  Materials  
Seal NBR8075 

 
  Assembly  

On one-piece pistons 
 

  Advantages  
Easy installation on monobloc pistons 
Low friction 
Good price-performance ratio 
Small housing 

 

efficiency
 

KEI 
NBR single acting piston seal 
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metal guiding with guide rings 

e (mm) ≤ 0,3 - 0,01 x P (MPa) 
MS = D - 2e 

  

L +0,2  
0,2  

  

  

  
 
e 

 

D d L H 
 

Reference 
 

D d L H 
 

Reference 

13 6,7 6,3 4,76 KEI-050 
 

76,2 57,15 14,3 12,7 KEI-300225 
16 8,1 7 5,55 KEI-062  80 67,3 8 6,35 KEI-312 

19,05 12,7 5 3,17 KEI-075  83 71,9 8,5 7,5 KEI-325 

25,4 16,5 8 6,35 KEI-100  82,55 63,5 14,3 12,7 KEI-325250 
27 17,5 8 6,35 KEI-106  86 73,3 11 9,52 KEI-337 
29 19,05 8 6,35 KEI-112  89 76,3 8 6,35 KEI-350 

32 19,3 8 6,35 KEI-125  95 76,7 9 7,4 KEI-375 
35 22,3 8 6,35 KEI-137  95,25 76,2 14,3 12,7 KEI-375300 
37 26 8 6,35 KEI-143  99 86,3 11 9,52 KEI-387 

38 30 8 6,35 KEI-150  102 89,3 11 9,52 KEI-400 
38,1 25,4 9,52 7,92 KEI-150100  108 95,3 9,5 7,93 KEI-425 

40 27,3 8 6,35 KEI-156  111 94,7 9,5 7,93 KEI-437 

42 30,9 8 6,35 KEI-162  115 89,6 19 15,9 KEI-450350 
45 35,5 8,5 7 KEI-175  118 105,3 11 9,52 KEI-462 

44,45 28,57 11,1 9,52 KEI-175112  121 108,3 11 9,52 KEI-475 

48 32,1 9,5 7,93 KEI-187  127 108 11 9,52 KEI-500 
49 35 11 9,52 KEI-193  127 101,6 17,45 15,87 KEI-500400 
51 41,5 9 7,14 KEI-200  130 117,3 11 9,52 KEI-512 

54 41,3 11 9,52 KEI-212  134 121,3 11 9,52 KEI-525 
53,97 38,1 11,1 9,52 KEI-212150  149 136,3 11 9,52 KEI-587 

57 44,3 8 6,35 KEI-225  153 127,6 19 15,9 KEI-600500 

57,15 41,27 11,1 9,52 KEI-225162  159 133,6 19 15,9 KEI-625525 
61 48,3 8 6,35 KEI-237  165 139,6 19 15,9 KEI-650550 
64 46,3 10,5 8,85 KEI-250  172 153 12,5 11,1 KEI-675 

63,5 47,62 11,1 9,52 KEI-250187  191 159,3 22 19 KEI-700625 
70 54,1 9,5 7,93 KEI-275  204 172,3 22 19 KEI-800675 
76 57,9 10,5 8,73 KEI-300  210 178,3 22 19 KEI-825700 

      254 235 14,5 12,7 KEI-1000 
      254 222,25 20,62 19,05 KEI-1000875 
      305 279,6 14,5 12,7 KEI-1200 
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