
Operating conditions 

Materials 

Assembly

Please contact us for applications approaching 
maximum values. 

KERF is made of a sealing element in polyurethane, a 
guide ring and a circlips in POM (addition -AR). 
The sealing part is designed with a shorter and stronger 
outer sealing lip to concentrate the load against the 
dynamic surface. The sealing lip on the static side is more 
flexible and longer to provide a wide contact area, there- 
fore more sensitive to pressure fluctuations. 
The POM ring guides the piston in the cylinder tube and 
supports radial loads. The retaining ring helps the 
assembly in the open groove of the piston seal, 
especially those with a large radial section.

Pressure ≤ 40 MPa 
Temperature -40°C to 100°C
Speed ≤ 0,5 m/s 

Seal ➀ PU10 
Circlips AR ➁ POM24 
Guide ring ➂ POM/GF1 

On one-piece pistons A

On two-piece pistons 

  Advantages 
Excellent abrasion resistance 
Efficient sealing 
Guiding and sealing are performed by the seal 
Easy installation 
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PU single acting piston seal 
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32 20 9 6,35 28,5 31 KERF-3220 
20 9 6,35 3,1 28,5 31 15,8 KERF-3220-AR 

35 22 10 6,35 3,1 31,4 34 17,8 KERF-3522-AR 

40 25 9,5 6,35 35,4 39 KERF-4025 
26 9,4 6,35 3,1 35,4 39 21,6 KERF-4026-AR 

45 30 10 6,35 40,4 44 KERF-4530 
30 10 6,35 3,1 40,4 44 25,8 KERF-4530-AR 
35 9,5 6,35 40,4 44 KERF-4535 

50 30 14,5 6,35 44,3 49 KERF-5030 
30 14,5 6,35 3,35 44,3 49 25,8 KERF-5030-AR 
35 11 6,35 45,35 49 KERF-5035 
40 11 6,35 45,4 49 KERF-5040 

55 40 11 6,35 50,35 54 KERF-5540 
40 11 6,35 3,1 50,36 54 35,8 KERF-5540-AR 

60 40 14,5 6,35 55,4 59 KERF-6040 
40 14,5 6,35 3,35 54,2 59 36,1 KERF-6040-1-AR 
45 11 6,35 55,2 59 KERF-6045 
45 11 6,35 54,2 59 KERF-6045-1 

63 45 11 6,35 58,4 62 KERF-6345 
45 11 6,35 3,1 58,4 62 40,84 KERF-6345-AR 

65 50 11 6,35 60,4 64 KERF-6550 

70 50 14,5 6,35 64,2 69 KERF-7050 
50 14,5 6,35 3,35 64,2 69 45,84 KERF-7050-AR 

80 60 13 6,35 74,15 79 KERF-8060 
60 14,5 6,35 74,15 79 KERF-80601 

90 70 13 6,35 84,15 89 KERF-9070 
70 14,5 6,35 84,15 89 KERF-9070-1 
70 14,5 6,35 3,35 84,15 89 66,1 KERF-9070-1-AR 

100 80 14,5 6,35 93,15 99 KERF-10080 
80 14,5 6,35 99 KERF-10080-1 

110 95 13 6,35 103,1 109 KERF-11095 

120 100 14,5 6,35 113,1 119 KERF-120100 
100 14,5 6,35 114,1 119 KERF-120100-1 

140 120 12,5 6,35 133 139 KERF-140120 
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