
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

Rod seal type PSD has been developped with technical 
design features to overcome existing limits of similar 
seals on the market in order to obtain a smoother seal 
which is also more sensitive to low pressure. 

Pressure ≤ 2 MPa 
Temperature -30°C to +90°C
Speed <_ 1 m/s 

Standard PU06: polyurethane 90 Sh A 
Alternative PU07: polyurethane 85 Sh A 

Sharp edges should be removed from around the 
housing in order to avoid damaging the seal lips 
during installation. A lead-in chamfer on the rod will 
ease installation. 

 Advantages 
A rounded dynamic lip improves linear movements. 
A deeper U-profile between the dynamic and the 
static lip improves flexibility and performs better 
in case of misalignments in the system. 
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3 6 3 2,5 PSD-0306 36 46 7,5 7 PSD-3646 
4 8 3,5 3 PSD-0408 40 48 6 5,5 PSD-4048 
5 9 3 2,5 PSD-0509 40 50 7,5 7 PSD-4050 

6 10 3,5 3 PSD-0610 45 55 7,5 7 PSD-4555 
6 11 3,5 3 PSD-0611 50 60 7,5 7 PSD-5060 
6 12 4,5 4 PSD-0612 55 65 7,5 7 PSD-5565 

7 13 4,5 4 PSD-0713 56 66 7,5 7 PSD-5666 
7 14 4 3,5 PSD-0714 60 72 9,5 9 PSD-6072 
8 14 4,5 4 PSD-0814 63 73 7,5 7 PSD-6373 

8 16 5 4,5 PSD-0816 63 75 9,5 9 PSD-6375 
10 16 5 4,5 PSD-1016 65 77 9,5 9 PSD-6577 
10 18 6 5,5 PSD-1018 70 82 9,5 9 PSD-7082 

12 20 6 5,5 PSD-1220 75 87 9,5 9 PSD-7587 
14 22 6 5,5 PSD-1422 80 92 9,5 9 PSD-8092 
16 24 6 5,5 PSD-1624 85 97 9,5 9 PSD-8597 

18 26 6 5,5 PSD-1826 88 100 9,5 9 PSD-88100 
20 28 6 5,5 PSD-2028 90 102 9,5 9 PSD-90102 
22 28 5 4,5 PSD-2228 95 107 9,5 9 PSD-95107 

22 30 6 5,5 PSD-2230 100 115 11 10 PSD-100115 
25 33 6 5,5 PSD-2533 
28 36 6 5,5 PSD-2836 

28 38 7,5 7 PSD-2838 
30 38 6 5,5 PSD-3038 
30 40 7,5 7 PSD-3040 

32 40 6 5,5 PSD-3240 
35 43 8,5 8 PSD-3543 
35 45 7,5 7 PSD-3545 
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