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Please contact us for applications approaching 
maximum values. 

PSK Stepseal® 2K is a single acting seal element con- 
sisting of a seal ring of high-grade Turcon® material and 
an O-ring as energising element. 
Stepseal® 2K was originally developed and patented by 
Trelleborg Sealing Solutions as a rod seal. 
Due to its oustanding properties, however, it is equally 
well suited as a single acting piston seal where high 
demands are made on positional accuracy and free 
movement. 

Pressure Turcon® T46 : ≤ 50 MPa 
Turcon® T29 : ≤ 30 MPa 

Temperature -30°C to 100°C
Speed ≤ 15 m/s 

Dynamic sealing element ➀ Turcon® T46 
Turcon® T29 

NEW : Turcon® M12 
Energising element ➁ NBR 70 Sh A 

On one-piece pistons 

  Advantages 
Low running friction 
No Stick-slip 
Long life 
Small sections 
Compatibility with nearly all media due to the high 
chemical resistance of the sealing element and the 
wide selection of O-ring compounds 
Simple groove design 
Large temperature range using the right O-ring 

D (mm) L d r e (mm) O-ring
Serie  Standard serie  Light serie Heavy serie   (mm) (mm) (mm)  10 MPa 20 MPa 40 MPa 50 MPa  ➁

PSK0 8 → 16,9 17 → 26,9 2,2 D - 4,9 0,4 ≤ 0,3 ≤ 0,2 ≤ 0,15 

H8/f8 

1,78
PSK1 17 → 26,9 27 → 59,9 3,2 D - 7,3 0,6 ≤ 0,4 ≤ 0,25 ≤ 0,15 2,62 
PSK2 27 → 59,9 60 → 199,9 17 → 26,9 4,2 D - 10,7 1 ≤ 0,5 ≤ 0,3 ≤ 0,2 3,53 
PSK3 60 → 199,9 200 → 255,9 27 → 59,9 6,3 D - 15,1 1,3 ≤ 0,7 ≤ 0,4 ≤ 0,25 5,34 
PSK4 200 → 255,9 256 → 669,9 60 → 199,9 8,1 D - 20,5 1,8 ≤ 0,8 ≤ 0,6 ≤ 0,35 7 
PSK8 256 → 669,9 670 → 999,9 200 → 255,9 8,1 D - 24 1,8 ≤ 0,9 ≤ 0,7 ≤ 0,4 7 
PSK5 670 → 999,9 ≥ 1000 256 → 669,9 9,5 D - 27,3 2,5 ≤ 1 ≤ 0,8 ≤ 0,6 8,4 

PSK6X 1000 → 2700 13,8 D - 38 3 ≤ 1,2 ≤ 0,9 ≤ 0,6 12 
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MS = D - 2e 

D d L r O-ring
NBR 70 Sh A ISO

 33
20

 

Reference 

14 9,1 2,2 0,4 8,75 x 1,8 PSK000140-T46N 
16 11,1 2,2 0,4 10,6 x 1,8 • PSK000160-T46N
18 10,7 3,2 0,6 9,19 x 2,62 PSK100180-T46N

20 12,7 3,2 0,6 12,37 x 2,62 • PSK100200-T46N
20 15,1 2,2 0,4 14 x 1,78 • PSK000200-T46N
22 14,7 3,2 0,6 13,94 x 2,62 PSK100220-T46N

25 17,7 3,2 0,6 17,12 x 2,62 • PSK100250-T46N
30 19,3 4,2 1 18,66 x 3,53 PSK200300-T46N
32 21,3 4,2 1 20,22 x 3,53 • PSK200320-T46N

35 24,3 4,2 1 23,4 x 3,53 PSK200350-T46N
40 29,3 4,2 1 28,17 x 3,53 • PSK200400-T46N
40 29,3 4,2 1 28,17 x 3,53 PSK200400-T46V

40 32,7 3,2 0,6 31,42 x 2,62 • PSK100400-T46N
50 39,3 4,2 1 37,69 x 3,53 • PSK200500-T46N
55 44,3 4,2 1 44,04 x 3,53 PSK200550-T46N

60 44,9 6,3 1,3 43,82 x 5,34 PSK300600-T46N
63 47,9 6,3 1,3 46,99 x 5,34 • PSK300630-T46N
63 52,3 4,2 1 50,39 x 3,53 • PSK200630-T46N

70 54,9 6,3 1,3 53,34 x 5,34 PSK300700-T46N
75 59,9 6,3 1,3 56,52 x 5,34 PSK300750-T29N
75 59,9 6,3 1,3 56,52 x 5,34 PSK300750-T46N

80 64,9 6,3 1,3 62,87 x 5,34 PSK300800-M12N
80 64,9 6,3 1,3 62,87 x 5,34 • PSK300800-T46N
85 69,9 6,3 1,3 69,22 x 5,34 PSK300850-T46N

90 74,9 6,3 1,3 72,39 x 5,34 PSK300900-T46N
100 84,9 6,3 1,3 81,92 x 5,34 • PSK301000-T46N
100 89,3 4,2 1 85,32 x 3,53 PSK201000-M12N

100 89,3 4,2 1 85,32 x 3,53 PSK201000-T46N
110 94,9 6,3 1,3 91,44 x 5,34 PSK301100-T46N
120 104,9 6,3 1,3 104,14 x 5,34 PSK301200-T46N

135 114,5 8,1 1,8 113,67 x 7 PSK401350-T46N
140 119,5 8,1 1,8 116,84 x 7 PSK401400-M12N
160 144,9 6,3 1,3 142,24 x 5,34 • PSK301600-T46N

180 164,9 6,3 1,3 164,47 x 5,34 PSK301800-T29N 
200 179,5 8,1 1,8 177,17 x 7 • PSK402000-T46N
200 184,9 6,3 1,3 183,52 x 5,34 • PSK302000-T46N

220 199,5 8,1 1,8 196,22 x 7 PSK402200-T46N 
260 236 8,1 1,8 227,97 x 7 PSK802600-T46N 
300 276 8,1 1,8 266,07 x 7 PSK803000-T46N 

310 282,7 9,5 2,5 279,5 x 8,4 PSK503100-T29N 
350 326 8,1 1,8 316,87 x 7 PSK803500-T46N 
360 336 8,1 1,8 329,57 x 7 PSK803600-T46N 

400 376 8,1 1,8 367,67 x 7 • PSK804000-T46N
420 396 8,1 1,8 393,07 x 7 PSK804200-T46N

http://www.sealtech-business.be/
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