
Operating conditions 

Materials 

RB is a single-piece seal consisting of an elastomeric 
sealing element in the middle and two fabric reinforced 
bases on the side. 
Due to the radial pre-load an excellent sealing perfor- 
mance will be achieved even at low pressures. 
The fabric reinforced bases prevents the seal from 
extrusion. 

Pressure ≤ 20 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,1 m/s
pv value ≤ 2,5 MPa.m/s
Fluids Mineral oils, water emulsions 
Shaft surface hardness ≥ 55 HRC 
Shaft hardness depth ≥ 0,3 mm 

Seal NBR / NBR-C 

 Assembly 
In open or closed groove 

 Advantages 
Efficient sealing even at low pressure 
Double acting 
Simple and economical solution 

Pressure (MPa) e (mm) 
15 ≤ 0,2 
20 ≤ 0,1 

RB 
Fabric reinforced 

double acting rotary seal 

Please contact us for applications approaching 
maximum values. 
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6 14 6,5 RB-055023 60 76 9 RB-299236 
10 18 6,5 RB-070039 65 80 11 RB-314255 
12 20 6,5 RB-078047 70 85 11 RB-334275 

15 23 7 RB-090059 75 90 11 RB-354295 
16 24 6,5 RB-094062 80 95 11 RB-374314 
20 28 6,5 RB-110078 85 100 11 RB-393334 

22 30 6,5 RB-118086 90 110 13 RB-433354 
25 35 8 RB-137098 100 120 13 RB-472393 
28 38 8 RB-149110 110 130 13 RB-511433 

26 40 10 RB-157102 115 135 13 RB-531452 
30 40 8 RB-157118 125 145 13 RB-570492 
32 42 8 RB-165125 140 160 13 RB-629551 

35 45 8 RB-177137 150 175 16 RB-688590 
36 46 8 RB-181141 160 185 16 RB-728629 
40 52 8 RB-204157 180 205 16 RB-807708 

42 54 8 RB-212165 200 225 16 RB-886787 
45 57 8 RB-224177 225 255 19 RB-1003885 
50 62 8 RB-244196 250 270 16 RB-1062984 

55 67 8 RB-263216 
65 71,6 6,7 RB-281255 
60 75 11 RB-295236 
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