
Please contact us for applications approaching 
maximum values. 

RL single-acting rod seal is an alternative to the usual 
PU U-rings. It is a highly effective sealing system offering 
optimised sealing performance and extended service life. 
With exceptionally low friction properties, it has high wear 
resistance, exceptional back pumping ability along with 
high static and dynamic tightness. 

 Operating conditions 
Pressure ≤ 40 MPa 
Temperature -35°C to 110°C
Speed ≤ 0,5 m/s 

 Materials 
Seal Z20 

 Assembly 
In closed grooves 
In open grooves 

 Advantages 
Low friction and long service life 
Excellent abrasion and extrusion resistance 
Back-pumping ability over the complete pressure range 
Very low stick-slip 

Pressure (MPa) e (mm) at 80°C 

5 ≤ 0,5 
10 ≤ 0,5 
20 ≤ 0,4 
30 ≤ 0,3 
40 ≤ 0,2 
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d D L Reference d D L Reference 

8 12 3,6 RLM000080-Z20 48 60 11 RL36N0480-Z20 
16 5 RLS400080-Z20 

50 60 8 RL14N0500-Z20 
10 18 6,3 RLS100100-Z20 60 8 RLS500500-Z20 

60 10 RL16N0500-Z20 
12 16 3,6 RLM100120-Z20 

55 63 9 RL11N0550-Z20 
15 21 5 RLM000150-Z20 65 10 RL16N0550-Z20 

16 24 6,3 RLS100160-Z20 60 70 10 RL16N0600-Z20 

63 78 12,5 RL26N0630-Z20 
30 38 6,3 RLM000300-Z20 

38 8 RL10N0300-Z20 65 75 10 RL16N0650-Z20 

32 40 7 RLM000320-Z20 75 85 10 RL16N0750-Z20 

35 43 6,3 RLM000350-Z20 90 105 12,5 RL26N0900-Z20 

36 44 6,3 RLS100360-Z20 100 120 12,5 RLSA01000-Z20 
46 10 RL16N0360-Z20 

125 145 16 RL30N1250-Z20 
40 48 9 RL11N0400-Z20 

50 8 RL14N0400-Z20 160 180 12,5 RLSA01600-Z20 
50 8 RLS500400-Z20 

50 10 RL16N0400-Z20 180 205 20 RL32N1800-Z20 

52 9 RLM500400-Z20 195 220 20 RL32N1950-Z20 

45 55 8 RL14N0450-Z20 200 225 20 RL32N2000-Z20 60 9,4 RLM000450-Z20 
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