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A further development of the Turcon® Glyd Ring® T pro- 
vides improved leakage control and better resistance 
to extrusion. RT is a double-acting O-ring energised rod 
seal for dynamic applications that can be installed in 
grooves according to ISO 7425. It offers low friction with 
no stick-slip, minimal break out force and high wear 
resistance. 

 Operating conditions 
Pressure ≤ 50 MPa 
Temperature -30°C to 100°C
Speed ≤ 15 m/s 

Energising element 
Dynamic sealing element 

Low friction 
No stick-slip 
Double acting 
Long service life 
Small section and simple groove design 

NBR 70 Sh A 
Turcon® T46 

Serie d (mm) L D r e (mm) O-ring
 Standard serie Light serie Heavy serie (mm) (mm) (mm) 10 MPa 20 MPa 40 MPa 60 MPa  C/S ➀ 

RT00 3 → 7,9 8 → 18,9 2,2 d + 4,9 0,4 ≤ 0,4 ≤ 0,3 ≤ 0,2 

H8/f7 

1,78 
RT01 8 → 18,9 19 → 37,9 3,2 d + 7,3 0,6 ≤ 0,6 ≤ 0,5 ≤ 0,3 2,62 
RT02 19 → 37,9 38 → 199,9 8 → 18,9 4,2 d + 10,7 1 ≤ 0,7 ≤ 0,5 ≤ 0,3 3,53 
RT03 38 → 199,9 200 → 255,9 19 → 37,9 6,3 d + 15,1 1,3 ≤ 0,8 ≤ 0,6 ≤ 0,4 5,34 
RT04 200 → 255,9 256 → 649,9 38 → 199,9 8,1 d + 20,5 1,8 ≤ 0,8 ≤ 0,6 ≤ 0,4 7 
RT08 256 → 649,9 650 → 999,9 200 → 255,9 8,1 d + 24 1,8 ≤ 0,9 ≤ 0,7 ≤ 0,5 7 
RT05 650 → 999,9 ≥ 1000 256 → 649,9 9,5 d + 27,3 2,5 ≤ 1 ≤ 0,8 ≤ 0,6 8,4 
RT06** ≥ 1000 650 → 999,9 13,8 d + 38 3 ≤ 1,2 ≤ 0,9 ≤ 0,7 12 

Please contact us for applications approaching 
maximum values. 

Materials 

RT Turcon® Glyd Ring® T 
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Advantages 

Assembly 
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Pressure 

e 
d H8/f7 MS H8 

metal guiding with guide rings 
MS = d + 2e 

d D L O-ring
NBR 70 Sh A Reference 

12 16,9 2,2 14 x 1,78 RT0000120-T46N 
19,3 3,2 14,5 x 2,65 RT0100120-T46N 

20 27,3 3,2 21,89 x 2,62 RT0100200-T46N 
30,7 4,2 25 x 3,53 RT0200200-T46N 

25 32,3 3,2 28,24 x 2,62 RT0100250-T46N 

30 40,7 4,2 34,52 x 3,53 RT0200300-T46N 

35 42,3 3,2 37,77 x 2,62 RT0100350-T46N 
45,7 4,2 37,69 x 3,53 RT0200350-T46N 

40 50,7 4,2 44,04 x 3,53 RT0200400-T46N 

45 55,7 4,2 50,39 x 3,53 RT0200450-T46N 

50 60,7 4,2 53,57 x 3,53 RT0200500-T46N 
65,1 6,3 56,52 x 5,34 RT0300500-T46N 

55 65,7 4,2 59,92 x 3,53 RT0200550-T46N 

56 71,1 6,3 62,87 x 5,34 RT0300560-T46N 

60 75,1 6,3 66,04 x 5,34 RT0300600-T46N 

70 85,1 6,3 75,57 x 5,34 RT0300700-T46N 

80 95,1 6,3 85,09 x 5,34 RT0300800-T46N 

85 100,1 6,3 89,69 x 5,34 RT0300850-T46N 

90 105,1 6,3 94,62 x 5,34 RT0300900-T46N 

100 115,1 6,3 107,32 x 5,34 RT0301000-T46N 

110 125,1 6,3 116,84 x 5,34 RT0301100-T46N 

125 140,1 6,3 129,54 x 5,34 RT0301250-T46N 

140 155,1 6,3 145,42 x 5,34 RT0301400-T46N 

150 165,1 6,3 155 x 5,34 RT0301500-T46N 

160 175,1 6,3 164,47 x 5,34 RT0301600-T46N 
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