
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

SH hat seal is usually fixed in housings with clamp 
flange. 
This seal is mainly used for replacement in old hydraulic 
and pneumatic cylinders or for secondary applications. 

Pressure ≤ 4 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

 

NBR 90 Sh A 

In open grooves 

 Advantages 
Low friction 
Unaffected by deflections of the rod 

SH NBR hut seals 
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metal guiding with guide rings 

e (mm) ≤ 0,3 - 0,01xP (MPa) 
MS = d + 2e 

d D H E M Reference 

4,76 11,11 3,17 1,58 7,54 SH-018 
6,35 15,87 4,76 2,38 11,11 SH-025 
12,7 25,4 6,35 3,17 18,25 SH-050 

19,05 38,1 9,52 3,17 27,78 SH-075 
20,6 34,9 6,35 3,17 28,58 SH-081 

23,81 45,24 12,7 4,76 33,34 SH-093 

25,4 44,45 9,52 3,17 34,93 SH-100 
31,75 74,61 12,7 5,08 41,28 SH-125 

34,9 55,1 7,9 3,17 41,28 SH-137 

38,1 69,85 10,31 3,17 47,63 SH-150 
44,45 69,85 11,11 4,76 53,98 SH-175 

50,8 69,85 6,35 3,17 57,15 SH-200 

53,98 76,2 9,52 3,17 63,5 SH-212 
57,15 82,55 9,52 3,17 66,68 SH-225 

63,5 79,38 9,52 3,17 69,85 SH-250 

69,85 95,25 9,52 3,17 79,38 SH-275 
76,2 114,3 15,87 4,76 85,73 SH-300 

82,55 107,95 9,52 3,17 92,08 SH-325 

88,9 133,35 12,7 4,76 98,43 SH-350 
95,25 123,8 11,9 4,76 104,8 SH-375 
101,6 127 12,7 3,17 111,1 SH-400 

107,95 146,05 15,87 4,56 117,5 SH-425 
114,3 134,9 12,7 5,33 123,8 SH-450 
120,7 149,2 12,7 4,76 130,2 SH-475 

127 152,4 15,87 6,35 136,5 SH-500 
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