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SRDS rod U-rings, that have shorter inner sealing lips,
are produced for rod applications. d D L Reference d D L Reference
~ They ensure lower oil film thickness due to the their second
A dynamic sealing lip. At the same time, they prevent the
entry of foreign particles into the cylinder. 40 55 11 SRDS-4055 105 125 13 SRDS-105125
SRDS POM back-up rings offer high resistance to extrusion.
42 51 11 SRDS-4251 110 125 16 SRDS-110125
Operating conditions 130 13 SRDS-110130-1
- Pressure = 50 MPa ? gg 1;5 gsgg:ggg 118 126 14 SRDS-118126
d _ape ° - .
;emp;rature 30°C t001 500 /C 60 8 SRDS-5060
<
i pee = 65 11 SRDS-5065 120 140 13 SRDS-120140
i Materials 65 12,5 SRDS-5065-2
) pressure Seal @ Polyurethane 70 13 SRDS-5070 125 145 13 SRDS-125145
- Anti-extrusion ring @ Acetal resin (POM)
60 68 14 SRDS-6068 130 145 16 SRDS-130145
. Assembly 69 11 SRDS-6069
| 102 80 13 SRDS-6080 140 160 16 SRDS-140160
y In closed grooves ®
In open grooves 63 78 12,5 SRDS-6378 143 151 14 SRDS-143151
83 13 SRDS-6383 151 145 SRDS-143151
@ Advantages
1 Low friction 70 80 8 SRDS-7080 150 165 16 SRDS-150165
lee Excellent abrasion resistance 85 12,5 SRDS-7085
le— d He/7 ! MS Hg —= Good price-performance ratio 160 175 16 SRDS-160175
metal guidin with guide rings Small cross-section B8 14 SRDS-7886
guiding 9 9 Simple assembly 170 185 16  SRDS-170185
MS =d +2e Good resistance to clearance extrusion 80 95 125 SRDS-8095
Unaffected by high loads and deflections of the rod 180 195 125  SRDS-180195
The integrated anti-extrusion ring prevents the seal 85 105 13 SRDS-85105
material from extrusion at higher pressure 105 14,5 SRDS-85105-1 200 220 16 SRDS-200220

|

Pressure (MPa d <60 mm d > 60 mm Please contact us for applications approaching 97 105 14 SRDS.97105
S <06 <08 maximum values.

100 115 16 SRDS-100115

10 <06 <038 120 14,5 SRDS-100120
20 <04 <06
30 <03 <04
40 0,2 <03

50 <01 <0,15
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