
SRD PU rod U-ring 

B 

Operating conditions 

Materials 

Assembly 

SRD rod U-rings, that have shorter inner sealing lips, are 
produced for rod applications. 
They ensure lower oil film thickness due to their second 
dynamic sealing lip. At the same time, they prevent the 
entry of foreign particles into the cylinder. 

Pressure ≤ 40 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

Seal Polyurethane 

In closed grooves 
In open grooves 

 Advantages 
Low friction 
Excellent abrasion resistance 
Good price-performance ratio 
Small cross-section 
Simple assembly 
Good resistance to clearance extrusion 
Unaffected by high loads and deflections of the rod 

Pressure (MPa) 
e (mm) 

d ≤ 60 mm d > 60 mm 
5 ≤ 0,4 ≤ 0,5 

10 ≤ 0,3 ≤ 0,4 
20 ≤ 0,2 ≤ 0,3 
30 ≤ 0,15 ≤ 0,2 
40 ≤ 0,1 ≤ 0,15 

A 

Please contact us for applications approaching 
maximum values. 

SRD 

D H9 

d f7 

pressure 

L+0,2 
0,2 

A B 

e 
d H8/f7 MS H8 

metal guiding with guide rings 

MS = d + 2e 

d D L Reference d D L Reference 

5 10 4 SRD-510 30 38 6,3 SRD-3038-1 
38 12,5 SRD-3038 

6 11 4 SRD-611 40 7,5 SRD-3040-1 
13 5,6 SRD-613 40 8 SRD-3040 

7 12 4,5 SRD-712 32 40 7 SRD-3240 
40 7 SRD-3240-1

12 19 5,6 SRD-1219 40 7,7 SRD-3240 
22 8 SRD-1222
22 9 SRD-1222-1 41,5 8,9 SRD-3241 

42 8 SRD-3242 
14 20 6,3 SRD-1420 42 11 SRD-3242-1 

21 6 SRD-1421 
24 8 SRD-1424 35 42 8 SRD-3542 

43 6,3 SRD-3543-1 
15 21 5 SRD-1521 43 8 SRD-3543 

26 8 SRD-1526 45 8 SRD-3545 
45 11 SRD-3545-1 

18 25 6 SRD-1825 
26 6,3 SRD-1826-2 36 43 12,5 SRD-3643 
26 7 SRD-1826-1 44 6,3 SRD-3644-1 
26 9 SRD-1826 44 7 SRD-3644 
28 8 SRD-1828 46 8 SRD-3646-1 

46 11 SRD-3646-2 
19,5 27,5 9 SRD-1927 

38 46 12,5 SRD-3846 
20 26 5,5 SRD-2026 48 9 SRD-3848 

28 6,3 SRD-2028 48 11 SRD-3848-1 
28 7 SRD-2028-2 

30 8 SRD-2030 40 48 6,3 SRD-4048-1 
48 12,5 SRD-4048 

22 29 5,6 SRD-2229 50 8 SRD-4050 

32 8 SRD-2232 50 11 SRD-4050-1 
55 11 SRD-4055 

25 33 6,3 SRD-2533-3 55 11 SRD-4055 
33 7 SRD-2533-2 55 12,5 SRD-4055-1 
33 7,5 SRD-2533-1 60 13 SRD-4060 

33 8 SRD-2533 42 50 12,5 SRD-4250 
35 8 SRD-2535 53 10 SRD-4253 

26 36 11 SRD-2636 43 53 11 SRD-4353 

28 36 6,3 SRD-2836 45 53 12,5 SRD-4553 
36 8 SRD-2836-1 55 6,3 SRD-4555-2 
38 8 SRD-2838-2 55 8 SRD-4555-1 
38 9 SRD-2838-1 55 12,5 SRD-4555 
43 12,5 SRD-2843 60 12,5 SRD-4560 



SRD PU rod U-ring 

d D L Reference d D L Reference 

46 56 11 SRD-4656 70 78 12,5 SRD-7078 
80 12,5 SRD-7080 

48 56 12,5 SRD-4856-1 82 9,6 SRD-7082 
85 12,5 SRD-7085 

50 57 11 SRD-5057 85 12,5 SRD-7085 
58 12,5 SRD-5058 90 13 SRD-7090 
60 8 SRD-5060 

60 8 SRD-5060 73 82,4 7,8 SRD-7382 

60 11 SRD-5060-1 75 83 12,5 SRD-7583 

65 11 SRD-5065-1 
85 9,5 SRD-7585-1 
85 11 SRD-7585-2 

55 63 12,5 SRD-5563 85 12,5 SRD-7585 
65 8 SRD-5565-2 

65 9,5 SRD-5565-1 78 86 12,5 SRD-7886-1 

65 11 SRD-5565 80 88 12,5 SRD-8088 

56 71 12,5 SRD-5671 
90 8 SRD-8090 
90 11 SRD-8090-1 

60 68 12,5 SRD-6068 90 12,5 SRD-8090-2 
70 7 SRD-6070-3 90 13 SRD-8090-3 
70 8 SRD-6070-4 95 12,5 SRD-8095 

70 11 SRD-6070-5 100 13 SRD-80100 
70 12,5 SRD-6070 
72 10 SRD-6072 85 93 11 SRD-8593-1 

75 11 SRD-6075-1 93 12,5 SRD-8593 
100 12,5 SRD-85100 75 12,5 SRD-6075-2 

75 16,5 SRD-6075 87 95 12,5 SRD-8795 
63 71 12,5 SRD-6371 

78 12,5 SRD-6378 89 97 12,5 SRD-8997 
78 12,5 SRD-6378 

83 14,5 SRD-6383 
90 98 12,5 SRD-9098 

100 8 SRD-90100-2 
100 10 SRD-90100-1 

65 73 12,5 SRD-6573
75 11 SRD-6575 100 12,5 SRD-90100 
75 12,5 SRD-6575-1 105 12,5 SRD-90105 

110 13 SRD-90110
80 12,5 SRD-6580

110 15 SRD-90110-2

66 80 11 SRD-6680 110 16 SRD-90110-1 

67 75 12,5 SRD-6775 93 101 12,5 SRD-93101 

95 103 12,5 SRD-95103 
105 13 SRD-95105 
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SRD rod U-rings, that have shorter inner sealing lips, are 
produced for rod applications. 
They ensure lower oil film thickness due to their second 
dynamic sealing lip. At the same time, they prevent the 
entry of foreign particles into the cylinder. 

Pressure ≤ 40 MPa 
Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

Seal Polyurethane 

In closed grooves 
In open grooves 
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Low friction 
Excellent abrasion resistance 
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Small cross-section 
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SRD PU rod U-ring 

d D L Reference d D L Reference 

97 105 12,5 SRD-97105-1 135 143 12,5 SRD-135143 
106 15 SRD-97106 150 12,5 SRD-135150 

150 16 SRD-135150-1 
100 108 12,5 SRD-100108 

110 11 SRD-100110-1 140 148 12,5 SRD-140148 
110 12,5 SRD-100110 150 12,5 SRD-140150 

115 11 SRD-100115 155 10,6 SRD-140155 

115 13 SRD-100115-1 160 16 SRD-140160 
120 13 SRD-100120-1 

120 16 SRD-100120-2 143 151 12,5 SRD-143151-1 

105 113 12,5 SRD-105113-1 145 153 12,5 SRD-145153 
155 13 SRD-145155 115 12,5 SRD-105115 
160 13 SRD-145160 

108 116 12,5 SRD-108116 148 160 13 SRD-148160 

110 118 12,5 SRD-110118 
150 170 16 SRD-150170 120 11,5 SRD-110120 

125 10,6 SRD-110125
152 160 12,5 SRD-152160

130 16 SRD-110130 162 11 SRD-152162 

115 123 12,5 SRD-115123 155 163 12,5 SRD-155163 
125 13 SRD-115125-1 

160 168 12,5 SRD-160168 
118 126 12,5 SRD-118126-1 170 12,5 SRD-160170 

120 128 12,5 SRD-120128 170 178 12,5 SRD-170178 
130 12,5 SRD-120130 180 13 SRD-170180 
140 16 SRD-120140-1 190 16 SRD-170190 

125 133 12,5 SRD-125133 171 179 12,5 SRD-171179 
135 11 SRD-125135 
145 16 SRD-125145-1 180 190 11 SRD-180190 
150 20 SRD-125150 195 13,5 SRD-180195 

200 16 SRD-180200 
127 140 12,5 SRD-127140 205 16 SRD-180205 

128 136 12,5 SRD-128136 200 225 16 SRD-200225 

130 138 12,5 SRD-130138 202 212 14,5 SRD-202212 
150 16 SRD-130150-1 

205 220 13,5 SRD-205220 

212 220 14,5 SRD-212220 
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