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Pressure (MPa) e (mm) 
≤ 16 ≤ 0,6 
≤ 25 ≤ 0,5 

Please contact us for applications approaching 
maximum values. 

SUC seal type has been developed to replace or work 
jointly with stepseals in PTFE, and has the same groove 
dimensions. 
The PU seal has a round groove where an O-ring can be 
inserted and housed. The O-ring acts as an energiser for 
the static and dynamic sealing lips even without pressure. 
This profile also has excellent results at very low speed 
and pressure, because of the low friction and the energiser. 

Pressure 
In tandem with SGR or RS 

≤ 25 MPa 
≤ 50 MPa 

Temperature -30°C to 100°C
Speed ≤ 0,5 m/s 

Energising ring 
Seal 

NBR 70 Sh A 
PU 

In closed grooves 
Secondary seal in tandem with SGR or RS 

 Advantages 
Efficient sealing at high and low pressure 
Excellent abrasion resistance 
Good price-performance ratio 
Simple assembly 
Good resistance to clearance extrusion 
Very low compression set due to the O-ring 

Assembly 

Materials 

Operating conditions 

SUC PU compact rod seals 

A

B 

1 

A

B 

ATTENTION : The SUC seal may also be 
assembled in the groove of the standard 
10I/GR or RR seal. 

ATTENTION : The SUC seal may be assembledi n 
the groove of the standard SGR seal. 

SUC 

d f7 

Pressure 

A B r 

L+0,2 
0,2 

T 

e 
B d H8/f7 MS H8 

D H9 

metal guiding with guide rings 

MS = d + 2e 
T ≥ B 

 

d D L r O-ring 
NBR 70 Sh A Reference d D L r O-ring 

NBR 70 Sh A Reference

12 19,5 3,2 0,5 SUC-12 63 74 4,2 0,5 66,34 x 2,62 SUC-63 
78,5 6,3 0,9 66,27 x 3,53 SUC-63-1 

14 21,5 3,2 0,5 SUC-14 
65 80,5 6,3 0,9 69,44 x 3,53 SUC-65 

16 23,5 3,2 0,5 SUC-16 
70 85,5 6,3 0,9 75,79 x 3,53 SUC-70 

18 25,5 3,2 0,5 SUC-18 
75 86 4,2 0,5 82,22 x 2,62 SUC-75 

20 27,5 3,2 0,5 SUC-20 90,5 6,3 0,9 82,14 x 3,53 SUC-75-1 
31 4,2 0,5 23,47 x 2,62 SUC-20-1 

80 95,5 6,3 0,9 85,32 x 3,53 SUC-80 
22 29,5 3,2 0,5 SUC-22 

33 4,2 0,5 25,07 x 2,62 SUC-22-1 90 105,5 6,3 0,9 94,84 x 3,53 SUC-90 

25 32,5 3,2 0,5 SUC-25 95 110,5 6,3 0,9 101,19 x 3,53 SUC-95 
36 4,2 0,5 28,24 x 2,62 SUC-25-1 

100 115,5 6,3 0,9 104,37 x 3,53 SUC-100 
28 39 4,2 0,5 31,42 x 2,62 SUC-28 

105 120,5 6,3 0,9 110,72 x 3,53 SUC-105 
32 43 4,2 0,5 36,17 x 2,62 SUC-32 

110 125,5 6,3 0,9 113,89 x 3,53 SUC-110 
36 47 4,2 0,5 39,34 x 2,62 SUC-36 

130 145,5 6,3 0,9 132,94 x 3,53 SUC-130 
40 51 4,2 0,5 44,12 x 2,62 SUC-40 

55,5 6,3 0,9 44,04 x 3,53 SUC-40-1 135 150,5 6,3 0,9 139,29 x 3,53 SUC-135 

45 56 4,2 0,5 48,90 x 2,62 SUC-45 140 155,5 6,3 0,9 145,64 x 3,53 SUC-140 
60,5 6,3 0,9 50,39 x 3,53 SUC-45-1 

145 160,5 6,3 0,9 151,99 x 3,53 SUC-145 
50 61 4,2 0,5 53,64 x 2,62 SUC-50 

65,5 6,3 0,9 53,57 x 3,53 SUC-50-1 150 165,5 6,3 0,9 158,34 x 3,53 SUC-150 

55 66 4,2 0,5 58,42 x 2,62 SUC-55 160 175,5 6,3 0,9 164,69 x 3,53 SUC-160 
70,5 6,3 0,9 59,92 x 3,53 SUC-55-1 

180 195,5 6,3 0,9 183,74 x 3,53 SUC-180 
56 67 4,2 0,5 59,99 x 2,62 SUC-56 

71,5 6,3 0,9 59,92 x 3,53 SUC-56-1 190 205,5 6,3 0,9 196,44 x 3,53 SUC-190
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