
Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

TDT rod U-rings, that have two sealing lips on the 
inside, are produced for telescopic cylinders. 
They ensure lower oil film thickness due to their second 
dynamic sealing lip. At the same time, they prevent the 
entry of foreign particles into the cylinder. 

Pressure ≤ 36 MPa 
Temperature -35°C to 100°C
Speed ≤ 1 m/s 

Seal polyurethane 

In closed grooves 

 Advantages 
Low friction 
Excellent abrasion resistance 
Good price-performance ratio 
Suitable for telescopic cylinders 
Simple assembly 
Good resistance to clearance extrusion 
Unaffected by high loads and deflections of the rod 

d (mm) 
e (mm) 

< 10 MPa 10 - 36 MPa 
< 96 ≤ 0,3 ≤ 0,25 

96 - 205 ≤ 0,35 ≤ 0,25 
> 205 ≤ 0,4 ≤ 0,25 
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metal guiding with guide rings 

MS = d + 2e 

 

d D L HUNGER 
reference Reference 

52 60 12 019601 TDT-52 

63 71 12 019602 TDT-63 

75 83 12 010203 TDT-75 

87 95 12 010235 TDT-87 

108 116 12 019605 TDT-108 

125 137 12 019631 TDT-125 

138 146 12 010249 TDT-138 

145 153 12 010253 TDT-145 

166 174 12 010258 TDT-166 

170 178 12 019609 TDT-170 

200 208 12 010263 TDT-200 
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