
19,05 31,75 8 6,35     UI-125075 

UM UI Symmetrical NBR U-ring 

H 

UM METRIC 
UI INCH 

D H9 

d f7 

Pressure 

S 

L+0,5 
0 

e 
d H8/f7 MS H8 

metal guiding with guide rings 

e (mm) ≤ 0,3 - 0,01xP (MPa) 
MS = d + 2e 

Inch dimensions 

d D L H Reference 

4,76 9,52 4 2,38 UI-037018 
6,35 11,11 4,5 3,17 UI-043025 

20,63 36,51 11 9,52 UI-143081 
26,99 46,04 11 9,52 UI-181106 

38,1 55,56 8 6,35 UI-218150 
60,33 79,38 11 9,52 UI-312237 
77,79 101,6 14,5 12,7 UI-400306 

92,08 111,12 11 9,52 UI-437362 
127 152,4 14,5 12,7 UI-600500 

133,35 158,8 14,5 12,7 UI-625525 

7,93 14,28 4,5 3,17 UI-056031 

9,52 15,87 4,5 3,17 UI-062037 
11,11 19,05 6,5 4,76 UI-075043 
15,87 25,4 8 6,35 UI-100062 

Operating conditions 

Materials 

Assembly 

Please contact us for applications approaching 
maximum values. 

UM is a symmetrical U-ring with sharp sealing lips. In 
this case, the sealing edges aren’t below the seal height, 
therefore this profile has to be used with a header ring. 
The header ring can be made in metal, plastic or in rubber. 
This profile is primarily used as piston seal, but it can also 
be used as rod seal. 
UM is also suitable for pneumatic applications. 

Pressure ≤ 10 MPa 
Temperature -15°C to 120°C
Speed ≤ 0,5 m/s 

Seal NBR8090 

  Advantages 
Low friction 
Good price-performance ratio 
Suitable for rods and pistons 

On multi-piece pistons 
With profiles UI and UM a header ring  must be 
mounted with the seal

http://www.sealtech-business.be/

