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Please contact us for applications approaching 
maximum values. 

VGR is made of two parts, an elastomeric sealing ele- 
ment and a metal case. It has to be fixed to the shaft at 
a predetermined distance (E) from the sealing surface. 
This type of seals is primarily used as a seal against 
foreign matter, liquid splatter and grease. The metal case 
is protecting the seal from solids and excludes other 
contaminants by centrifusion. 

 Operating conditions 
Pressure none 
Temperature -30°C to 100°C
Speed ≤ 20 m/s 
Fluids none 

 Materials 
Seal 
Casing 

NBR 
ST 

 Assembly 
Profile VGR must be pressed on the shaft 

 Advantages 
Good protection against moderate to medium dust 
and dirt ingress 
Low axial forces, low power loss 
Compact seal 
Absorption of certain shaft misalignment 
Easy assembly 
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d D L E D1 Reference d D L E D1 Reference 

10 24 3,5 1 15 VGR-10 45 62 4,5 1 52 VGR-45 
11 26 3,5 1 16 VGR-11 48 64 4 1 55 VGR-48 
12 26 3,5 1 17 VGR-12 65 4,5 1 55 VGR-48-1 

14 30 4 1 20 VGR-14 50 70 5,5 1 58 VGR-50 
15 30 3 1 21 VGR-15 52 72 5,5 1 60 VGR-52 

30 4 1 21 VGR-15-1 55 75 5,5 1 63 VGR-55 

16 32 4 1 23 VGR-16 58 78 5,5 1 66 VGR-58 
17 32 4 1 23 VGR-17 60 80 5,5 1 68 VGR-60 
18 33 4 1 24 VGR-18 62 82 5,5 1 70 VGR-62 

20 35 4 1 26 VGR-20 65 85 5,5 1 73 VGR-65 
22 40 4 1 28 VGR-22 68 88 5,5 1 76 VGR-68 
24 40 4 1 30 VGR-24 70 90 5,5 1 78 VGR-70 

25 40 3 1 31 VGR-25 72 92 5,5 1 80 VGR-72 
40 4 1 31 VGR-25-1 75 95 5,5 1 83 VGR-75 
42 7 1 31 VGR-25-2 78 98 5,5 1 86 VGR-78 

26 40 4 1 32 VGR-26 80 100 5,5 1 88 VGR-80 
28 43 4 1 34 VGR-28 85 105 5,5 1 93 VGR-85 
30 47 4,5 1 37 VGR-30 90 110 5,5 1 98 VGR-90 

32 49 4,5 1 39 VGR-32 95 115 5,5 1 103 VGR-95 
35 52 4,5 1 42 VGR-35 100 120 5,5 1 108 VGR-100 
38 55 4,5 1 45 VGR-38 105 125 5,5 1 113 VGR-105 

40 57 4,5 1 47 VGR-40 135 159 5,5 1 145 VGR-135 
41 57 4,5 1 48 VGR-41 225 250 5,5 1 235 VGR-225 
42 59 4,5 1 49 VGR-42 
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