
VL NBR V-ring type L 

Please contact us for applications approaching 
maximum values. 

VL is an all-rubber face seal. It works as a front seal and 
is the perfect solution to prevent the introduction of dust, 
dirt or water into the system. It can also be used as a 
secondary seal to protect the primary seal. 
The V-ring is self-retaining on the shaft. The sealing lip 
is flexible and applies a low contact pressure against the 
counter face, sufficient to maintain the sealing function. 
The profile L has a narrow axial cross section suitable for 
compact arrangements. 

 Operating conditions 
Pressure none 
Temperature -30°C to 100°C
Speed ≤ 10 m/s 
Media watersplash, sand, 

dust, abrasive particles... 

 Materials 
Seal NBR 

 Assembly 
V-ring has to be stretched regularly around the shaft

 Advantages 
Easy assembly 
Low axial forces, low power loss 
Compact seal 
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105-115 99 112 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-110 
115-125 108 121 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-120 
125-135 117 130 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-130 

135-145 126 139 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-140 
145-155 135 148 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-150 
155-165 144 157 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-160 

165-175 153 166 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-170 
175-185 162 175 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-180 
185-195 171 184 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-190 

195-210 182 195 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-200 
210-233 198 211 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-220 
233-260 225 238 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-250 

260-285 247 260 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-275 
285-310 270 283 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-300 
310-335 292 305 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-325 

335-365 315 328 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-350 
365-385 337 350 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-375 
385-410 360 373 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-400 

410-440 382 395 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-425 
440-475 405 418 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-450 
475-510 450 463 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-500 

510-540 472 485 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-525 
540-575 495 508 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-550 
575-625 540 553 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-600 

625-675 600 613 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-650 
675-710 630 643 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-700 
710-740 670 683 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-725 

740-775 705 718 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-750 
775-825 745 758 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-800 
825-875 785 798 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-850 

875-925 825 838 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-900 
925-975 865 878 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-950 

975-1025 910 923 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1000 

1035-1075 955 968 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1050 
1075-1125 1000 1013 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1100 
1125-1175 1045 1058 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1150 

1175-1225 1090 1103 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1200 
1225-1275 1135 1148 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1250 
1275-1325 1180 1193 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1300 
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VL NBR V-ring type L 

Operating conditions 

Materials 

Please contact us for applications approaching 
maximum values. 

VL is an all-rubber face seal. It works as a front seal and 
is the perfect solution to prevent the introduction of dust, 
dirt or water into the system. It can also be used as a 
secondary seal to protect the primary seal. 
The V-ring is self-retaining on the shaft. The sealing lip 
is flexible and applies a low contact pressure against the 
counter face, sufficient to maintain the sealing function. 
The profile L has a narrow axial cross section suitable for 
compact arrangements. 

Pressure none 
Temperature -30°C to 100°C
Speed ≤ 10 m/s 
Media watersplash, sand, 

dust, abrasive particles... 

Seal NBR 

 Assembly 
V-ring has to be stretched regularly around the shaft

 Advantages 
Easy assembly 
Low axial forces, low power loss 
Compact seal 
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1325-1375 1225 1238 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1350 
1375-1425 1270 1283 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1400 
1425-1475 1315 1328 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1450 

1475-1525 1360 1373 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1500 
1525-1575 1405 1418 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1550 
1575-1625 1450 1463 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1600 

1625-1675 1495 1508 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1650 
1675-1725 1540 1553 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1700 
1725-1775 1585 1598 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1750 

1775-1825 1630 1643 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1800 
1825-1875 1675 1688 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1850 
1875-1925 1720 1733 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1900 

1925-1975 1765 1778 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-1950 
1975-2025 1810 1823 6 10,5 d1 + 5 d1 + 20 8+/-1,5 VL-2000 
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