
WASP WASP-FPM Pressure oil seal 
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Operating conditions 

Please contact us for applications approaching 
maximum values. 

WASP-is a radial oil seal with completely rubber cov- 
ered outer diameter and a short flexible spring-loaded 
sealing lip. This type of seal is designed for pressures 
up to 1 MPa. The additional dust lip protects the system 
against moderate to medium dust and dirt ingress from 
the outside. 
It is preferably used in conjunction with a retainer (e.g. 
circlip, shoulder, etc) to avoid a “pop-out” of the seal. 

Pressure <_ 1 MPa 
Temperature 

WASP -30°C to 100°C
WASP-FPM -20°C to 200°C

Speed 3 to 10 m/s 
Fluids Mineral oils, water emulsions 
Shaft surface hardness ≥ 55 HRC 
Shaft hardness depth ≥ 0,3 mm 

Seal 
Metal cage 
Spring 

NBR or FPM 
ST 

Standard : ST 
On demand : SS 

In open groove 

 Advantages 
Good static sealing 
Reduced risk of corrosion 
Higher bore roughness 
Additional dust lip 
Up to 1 MPa at low peripheral speed 
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d D L H Reference d D L H Reference 

8 22 6 6,5 WASP-008022 24 40 7 7,5 WASP-024040-1 
22 6 6,5 WASP-008022-FPM 

25 35 6 6,5 WASP-025035 
10 22 6 6,5 WASP-010022 35 6 6,5 WASP-025035-FPM 

22 6 6,5 WASP-010022-FPM 36 6 6,5 WASP-025036-1 

11 22 7 7,5 WASP-011022 37 6 6,5 WASP-025037 
40 7 7,5 WASP-025040 

12 22 6 6,5 WASP-012022 40 7 7,5 WASP-025040-FPM 
22 6 6,5 WASP-012022-FPM 42 6 6,5 WASP-025042 
22 7 7,5 WASP-012022-1 42 6 6,5 WASP-025042-FPM 
24 6 6,5 WASP-012024 47 6 6,5 WASP-025047 
24 6 6,5 WASP-012024-FPM 47 6 6,5 WASP-025047-FPM 
32 7 7,5 WASP-012032 

26 40 6 6,5 WASP-026040-FPM 
14 24 7 7,5 WASP-014024 

28 40 8 8,5 WASP-028040 
15 25 6 6,5 WASP-015025 40 6 6,5 WASP-028040-1 

25 6 6,5 WASP-015025-FPM 40 6 6,5 WASP-028040-1-FPM 
30 7 7,5 WASP-015030

40 7 7,5 WASP-028040-12
32 7 7,5 WASP-015032 40 9 9,5 WASP-028040/3 
35 6 6,5 WASP-015035 42 6 6,5 WASP-028042 
35 6 6,5 WASP-015035-FPM 

30 42 6 6,5 WASP-030042 
16 26 7 7,5 WASP-016026 42 6 6,5 WASP-030042-FPM 

42 7 7,5 WASP-030042-1
17 30 6 6,5 WASP-017030

30 6 6,5 WASP-017030-FPM 52 7 7,5 WASP-030052 
35 7 7,5 WASP-017035 55 7 7,5 WASP-030055 

40 7 7,5 WASP-017040 31,75 44,45 6,35 6,8 WASP-031044 

17,46 28,57 6,35 7 WASP-017028 32 44 8 9,5 WASP-032044-1 
28,57 6,35 7 WASP-017028-FPM 47 6 6,5 WASP-032047 

47 6 6,5 WASP-032047-FPM 
18 30 6 6,5 WASP-018030 52 6 6,5 WASP-032052 30 6 6,5 WASP-018030-FPM 58 10 10,5 WASP-032058 30 7 7,5 WASP-018030-1 

32 6 6,5 WASP-018032 35 47 7 7,5 WASP-035047 
35 6 6,5 WASP-018035-1 47 6 6,5 WASP-035047-1 
35 6 6,5 WASP-018035-1-FPM 47 6 6,5 WASP-035047-1-FPM 

19,05 31,75 6,35 6,8 WASP-019032 
50 7 7,5 WASP-035050 
52 6 6,5 WASP-035052 

20 30 7 7,5 WASP-020030-1 52 6 6,5 WASP-035052-FPM 
32 7 7,5 WASP-020032-1 38 50 6 6,5 WASP-038050 35 7 7,5 WASP-020035 
35 6 6,5 WASP-020035-1 38,1 57,15 7,93 9,12 WASP-038057 
35 6 6,5 WASP-020035-1-FPM
40 7 7,5 WASP-020040-FPM 40 52 7 7,5 WASP-040052 

55 6 6,5 WASP-040055
20 32 6 6,5 WASP-022032-FPM 55 6 6,5 WASP-040055-FPM 

35 6 6,5 WASP-022035 
35 6 6,5 WASP-022035-FPM
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WASP WASP-FPM Pressure oil seal 

d D L H Reference d D L H Reference d D L H Reference 

40 58 8 8,5 WASP-040058 70 82 7 7,5 WASP-070082 110 130 11 12,5 WASP-110130 
62 7 7,5 WASP-040062 90 10 10,5 WASP-070090 130 12 13 WASP-110130-1-FPM 
62 6 6,5 WASP-040062-1 90 7 7,5 WASP-070090-1 150 8 8,5 WASP-110150 

62 6 6,5 WASP-040062-1-FPM 75 95 10 10,5 WASP-075095 120 140 7,5 8,5 WASP-120140 
95 7 7,5 WASP-075095-1 140 7,5 8,5 WASP-120140-FPM 

42 62 7 7,5 WASP-042062 95 7 7,5 WASP-075095-1-FPM 150 12 12,5 WASP-120150 

170 15 16 WASP-140170-FPM 
47 62 7 7,5 WASP-047062 120 8 8,5 WASP-085120 

120 8 8,5 WASP-085120-FPM 150 180 8 8,5 WASP-150180 
50 65 7 7,5 WASP-050065 

65 7 7,5 WASP-050065-FPM 90 110 12 12,5 WASP-090110 160 185 8,5 9,5 WASP-160185 
65 8 8,5 WASP-050065-1 110 7 8 WASP-090110-1 200 10 10,5 WASP-160200 

72 7 7,5 WASP-050072 

55 70 8 8,5 WASP-055070 
70 7 7,5 WASP-055070-1 
72 8 8,5 WASP-055072 

72 7 7,5 WASP-055072-1 
72 7 7,5 WASP-055072-1-FPM 
75 7 7,5 WASP-055075 

75 7 7,5 WASP-055075-FPM 

60 72 7 7,5 WASP-060072 
75 7 7,5 WASP-060075 

75 8 9 WASP-060075-1 

75 10 10,5 WASP-060075-12-
FPM 
80 7 7,5 WASP-060080 
80 7 7,5 WASP-060080-FPM 

85 8 8,5 WASP-060085 

62 85 7 7,5 WASP-062085 
85 7 7,5 WASP-062085-FPM 

65 78 8 8,5 WASP-065078 
85 7 7,5 WASP-065085 
90 7 7,5 WASP-065090 

90 7 7,5 WASP-065090-FPM 

FPM 

105 130 11,5 12 WASP-105130 
130 7,5 8 WASP-105130-1 
130 7,5 8 WASP-105130-1-FPM 

260 280 10 10,5 WASP-260280 
280 10 10,5 WASP-260280-FPM 

300 340 19 20 WASP-300340 

72 7 7,5 WASP-050072-FPM 100 120 7,5 8,5 WASP-100120 
120 7,5 8,5 WASP-100120 

62 7 7,5 WASP-042062-FPM 
80 100 7 7,5 WASP-080100 

45 58 7 7,5 WASP-045058-1 100 7 7,5 WASP-080100-FPM 
62 7 7,5 WASP-045062 100 7 7,5 WASP-080100-FPM 
62 7 7,5 WASP-045062-FPM 

65 
65 

7 
8 

7,5 
8,5 

WASP-045065-FPM 
WASP-045065-1 

85 105 
110 
110 

7 
8 
8 

7,5 
9 
9 

WASP-085105 
WASP-085110 
WASP-085110-FPM 

200 10 10,5 WASP-160200-FPM 

180 210 8,5 9,5 WASP-180210 
210 8,5 9,5 WASP-180210-FPM 

200 230 13 14,5 WASP-200230 

240 270 8 8,5 WASP-240270 
270 8 8,5 WASP-240270-1-FPM 

150 10 10,5 WASP-120150-1 
150 10 10,5 WASP-120150-1-FPM 

130 150 7 7,5 WASP-130150 

140 160 10 11 WASP-140160 
170 15 16 WASP-140170 

68 
68 

8 
7 

8,5 
7,5 

WASP-050068 
WASP-050068-1 

110 
115 

7 
10 

8 
11 

WASP-090110-1-FPM 
WASP-090115-FPM 

68 7 7,5 WASP-050068-1-FPM 95 120 12 12,5 WASP-095120
70 10 11 WASP-050070 120 12 12,5 WASP-095120-FPM 
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